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Chapter 1
Product Overview

Features

Supports IEEE802.11n and IEEE802.11b/g
With support for current Wireless-N, Wireless-G, and Wireless-B standards, the AirStation can transfer
data to and from all standard 2.4 GHz wireless clients.

Dual speed mode
Dual speed mode makes wireless transmission faster by using 2 channels, allowing 300 Mbps data
transmission.

Support AOSS and WPS
Both AOSS (AirStation One-touch Secure System) and WPS (Wi-Fi Protected Setup) are supported.
These automatic connection standards make connection with compatible wireless devices easier.

Security Features
The AirStation is equipped with following security features:
« AOSS
« WPS
« WPA-PSK (TKIP/AES)
« WPA2-PSK(TKIP/AES)
« WPA/WPA2 mixed PSK
WEP(128/64bit)
« Privacy Separator
MAC address access restriction
+ Deny Any Connection/SSID stealth feature
» Setting screen with password
« Firewall feature with easy rules

Automatic Channel Selection
Monitors wireless interference and automatically assigns the clearest, best channel.

Roaming
You can use multiple AirStations to cover a large area. Wireless clients can automatically switch
AirStations for the best signal.

Initialization
To restore settings back to the factory defaults, hold down the Reset button on the bottom of the
unit.
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Chapter 1 Product Overview

Browser Based Administration
This unit can be easily configured from a web browser on your computer.

Auto Mode (Router/Bridge Automatic Recognition)

In Auto mode, the AirStation will detect whether or not your network has a router and automatically
switch to the appropriate router or bridge mode. You can also manually switch between modes.
(See page 10.)

MovieEngine
MovieEngine uses QoS to optimise your network for mutimedia streaming. This can reduce jumps,
distorted audio, and dropped frames while watching streamed video.

NAS (Network Attached Storage)
Attach a USB hard drive to the AirStation and share it on the network as a NAS. All connected clients
can access it.

3G USB modem connection
Connect the 3G USB modem to the USB port on the rear panel of AirStation.

Gigabit Ethernet
This unit supports Gigabit Ethernet, allowing transmission rates of up to a billion bits per second.

Air Navigator CD Requirements

The AirStation wireless router and access point works with most wired and wireless devices.
However, the automatic installation program on the CD requires a connected Windows 7, Vista or
XP computer to run. If you use the AirStation with a different operating system, you will have to
configure your network settings manually from a browser window.

300 Mbps High Speed Mode

300 Mbps is the link speed when using Wireless-N mode. It represents actual wireless data speeds,
including overhead. Because the overhead is not available for user data transfer, usable wireless
throughput will be substantially slower.
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Chapter 1 Product Overview

Package Contents

The following items are included in your AirStation package. If any of the items are missing, please
contact your vender.

¢ WZR-HP-G300NH ....ouirrrimerimeimeernnessseesesussessesssessssesssessssessssssssessssesssessssessssssssessssesssessssessans 1
¢ AC QUAPTEN ettt st sss s s s s s s b s s ase s b s ss st sasnsns 1
« Stand for vertical/Wall-MOUNTING ......nsrssissessisssssssssesssessssssssssssssssssssssssses 1
+ SCrews for Wall-MOUNTING ... issssssssssssssssssssssssssssssssssssssssssssnns 2
¢ LAN CaDIE ottt ssseeasesss s s s s s saseass st s s bbbt nae 1
¢ AN NAVIGATOE CD ittt s ssssssssssssssesssssessessassasssassasses 1
¢ QUICK SETUP GUIAE ...ttt sss s asssssasssssasssssssessessessesssssssassassassessassasees 1
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Chapter 1 Product Overview

Hardware Overview

Front Panel LEDs

1
1 ﬁ =)
2
3 2
4
5
6 3
7
s — 8
(L

4 Wireless LED (Green)

AOSS Button

To initiate AOSS, hold down this button until the Security
LED flashes (about 1 second). Then, push or click the AOSS
button on your wireless client device to complete the
connection. Both devices must be powered on for this to
work.

Power LED (Green)

On: The AC adapter is connected.

Off: The AC adapter is not connected.

Security LED (Amber)

Indicates security status.

Off: AQSS or Encryption is not set.

On: AOSS/WPS activated; accessed to exchange

security keys.
Encryption has been set.
2 blinks:  The unit is waiting for an AOSS or WPS security

key.

Blinking: AOSS/WPS error; failed to exchange security
keys.

Note: The Security LED is lit if an encryption key has been

set.

Indicates wireless LAN status.

On: Wireless LAN is transmitting.
Off: Wireless LAN is connected but not active.
5 Router LED (Green)
On: Router functionality is enabled.
Off: Router functionality is disabled.
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Chapter 1 Product Overview

6 DiagLED (Red) This indicates the status of this unit depending on the number of blinks
per cycle.
Note: When the unit s first turned on or restarted, the Diag LED will blink
for almost a minute during boot. This is normal.

Diag LED Meaning Status
status
2 blinks *1 Flash ROM error Cannot read or write to the flash memory.
3 blinks * Ethernet (wired) LAN Ethernet LAN controller is malfunctioning.
error
4 blinks *' Wireless LAN error Wireless LAN controller is malfunctioning.
5 blinks IP address setting error | Because the network addresses of both the Internet port (WAN

port) and the LAN port are the same, it is not possible to establish
communication. Change the LAN side IP address of this unit.

Continuously | Updating the firmware Updating the firmware.
blinking ™ Saving settings Saving the settings.
Initializing settings Initializing the settings.

*1 Unplug the AC adapter from the wall socket, wait for a few seconds, and then plug it again. If the
light still flashes, please contact technical support.

*2 Never unplug the AC adapter while the Diag LED is blinking continuously.

7 Movie Engine On LED (Blue)

On: Movie Engine functionality is enabled.
Off: Movie Engine functionality is disabled.

8 Movie Engine Off LED (Blue)

On: Movie Engine functionality is disabled.
Off: Movie Engine functionality is enabled.

9 Movie Engine Switch

Switches the movie engine function between enabled and disabled.
On: Movie Engine functionality is enabled.
Off: Movie Engine functionality is disabled.
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Chapter 1 Product Overview

Back Panel
10 Router Switch
Switches router mode between enabled, disabled, and auto.
—_— 5 On: Router functionality is enabled (router mode).
Qﬁ 10 Off: Router functionality is disabled (bridge/AP
11 . mode).
e 12 Auto: This switches between modes automatically
based on whether or not another router is
HE — 13 detected on the Internet port. The default setting
uw for this switch is Auto.
[ 4. .
[ ¢ 11 USB Eject Button
:L"Lé To dismount a USB hard drive, hold down this button until
14 % 15 the USB LED flashes (about 3 seconds). The USB drive can
& then be unplugged safely.
L[]
ﬂé 12 USB LED (Blue)
Ny On: The USB disk is connected.
16 [ . 17 Flashing: The USB disk can be removed.
.y Off: The USB disk is not connected.
@jﬂm 18 Note: Never disconnect the USB disk or turn off the unit,
D while the USB LED lights up.
Ej 13 USB Port
;-J Connect the USB drive or 3G USB modem.
Note: Use with hubs is not supported.
Refer to the technical restriction on page 123.
14 LAN Port Connect your computer, hub, or other Ethernet devices to these

ports. This switching hub supports 1T0Mbps,100Mbps, and 1000Mbps
connections.
15 LANLED (Green)
On: An Ethernet device is connected.
Flashing: An Ethernet device is communicating.
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Chapter 1 Product Overview

16 Internet Port 10Mbps, 100Mbps and 1000Mbps connections are supported.
Note: In bridge/AP mode (router switch off), the Internet port becomes a
regular LAN port, for a total of 5 usable LAN ports.
17 Internet LED (Green)
On: The Internet port is connected.
Flashing: The Internet port is transmitting data.

18 DC Connector Connect the included AC adapter here.
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Chapter 1 Product Overview

Bottom

Gl=

=

13

13 Reset Button

Right Side

To reset all settings, hold down this button until the Diag LED comes on
(about 3 seconds). Power must be on.

Ol

14 Factory Default Settings

14 Note: The right side of the unit may become
hot. Please be careful not to place
anything next to it that could be
damaged by heat.

This sticker shows the AirStation’s SSID, default encryption
key, and WPS PIN code. Encryption key is blank if encryption is
disabled in default settings.

WZR-HP-G300NH User Manual
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Chapter 2
Placing Your AirStation

Vertical Placement

If the AirStation is to be placed vertically, attach the stand as shown.

Horizontal Placement

[

The stand is not used if the AirStation is placed horizontally.
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Chapter 2 Placing Your AirStation

Wall-Mounting

1 To wall-mount the AirStation, attach
r g <) - the stand to the wall with the two
screws (included).

8.6cm
— (~3.4 inches)

2 Snap the center of the AirStation to the stand as shown.

stand J
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Chapter 3
Installation

CD Setup

The AirNavigator CD can step you through installing your AirStation. To step through the setup

program, insert the CD into your Windows 7, Vista, or Windows XP PC and follow the instructions on

the screen. If your computer uses a different operating system, use manual setup instead.

Manual Setup

To configure your AirStation manually, follow the procedure below.

1

4

Verify that you can connect to the internet without the AirStation, then turn off your modem
and computer.

computer

— Confirm that the
switch is positioned to

"AUTO".

Unplug the LAN cable which connects

your computer and modem.

Make sure the mode switch on the back of

the AirStation is in the "AUTO" position.

Plug one end of the LAN cable into your modem and the other side to the Internet port of the
AirStation, or turn on your modem.
If you use 3G USB modem, connect the modem to the USB port.

Do not use both modems at one time.

LAN cable

1) connect

2) connect

INTERNET
port

»

Wireless Router

or

c

3G LSB
modem

Wireless Router

WZR-HP-G300NH User Manual
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Chapter 3 Installation

5 Connect your computer to one of the AirStation’s LAN ports with the LAN cable.

U]  wireless Router

I H OFF
J| 1) connect ‘ 2) connect

computer

LAN cable

6 Turn on the AirStation, wait one minute, then turn on your computer.

U| Wireless Router
(rear side)

)

©
e

I
a2

power outlet ‘ () )
1)

Connect the power supply

7 Once your computer has booted, the AirStation’s LEDs should be lit as described below:

Power Green light on.

Security Amber light is on.

Wireless Green light on or blinking.

Router Green light on or off depending on your network.
Diag Off

LAN Green light on or blinking.

Internet Green light on or blinking.

For LED locations, refer to chapter 1.

8 Launch a web browser. If the “home” setup screen is displayed, setup is complete.
If a user name and password screen is displayed, enter "root" (in lower case) for the user
name, leave the password blank, and click “OK”. Step through the wizard to complete setup.

You've completed initial setup of your AirStation. Refer to Chapter 4 for advanced settings.
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Chapter 4
Configuration

The web-based configuration tool lets you change advanced settings for the AirStation. Don't
change these settings unless you know what you're doing.

How to Access the Web-Based Configuration Utility

To configure the AirStation’s advanced settings manually, log in to the web-based configuration
utility as shown below.

1
2

Launch a web browser.

Note:

‘€ Blank Page - Windows Internet Explorer

L:,,!"'\.,:/" |E 192.168.11.1
{3 allp [@Blank Page

In router mode: 192.168.11.1
In bridge mode: 192.168.11.100

Enter the AirStation’s LAN-side IP address in the
address field, and press the "Enter" key.

- The AirStation’s default LAN-side IP address depends on the position of the mode switch.

Note: If the router switch is set to "AUTO" and the unit is in bridge mode, then the AirStation’s IP
address was assigned by an external DHCP server.
- If you changed the IP address of the AirStation, then use the new IP address.

Connectto 192.168.11.1

T,
LR

The server 192.168.11.1 at AirStation requires a username
and password.

Watning: This server is reguesting that your username and

password be sent in an insecure manner (basic authentication
without & secure connection),

Lser name: £ root -
LLLLLLl]l])

Password;

[] remember my password

(-2 =S

[ ok { [ Cancel

When this screen appears, enter “root”

(in lower case) for the user name and the
password that you set during initial setup.
Click “OK”".

Note:

- By default, the password is blank (not set).
- If you forget your password, hold down

the Reset button (page 12) to initialize all
settings. The password will then be blank.
Note that all other settings will also revert to
their default values.

WZR-HP-G300NH User Manual
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Chapter 4 Configuration

4

p

Basic Settings

Setup Internet/LAN Wirele“Conﬁ

Wizards & Overview

=% Run the Intermet Connection Wizard (Easy
Setup:

=% wireless 5510 & Channel(11n300Mbps
Mode)

= wireless Encryption (WEPTKIPIAES:

Internet

=% Internet Garmes (Port Forwarding
= windows Live (MSN) Messenger
=5 wireless Multicast Rate

MODE Information
Router Mode ON

Internet Information
(PPPOE Connection)

Check Connection ] [ Refresh ]

WIRELESS

_IEEE 802.11n/g/b ( Auto /Sch |

Other

=i Update AirStation Firnware
=2 Initialize AirStation

S5ID 001D738CE118

Authentication ggi‘ﬁ WRAMIPAZ mixedmode -

Encryption ADSSE TKIPIAES mikedmode

S8ID 001D738CE118-1
Authentication AOSS WPA-PSK
Encryption  ADSS AES

@ £0SS Setup
@ WPS Setup

Utilities

Metwork Service List
Download Manager

Language

Vizards & Overview

Vizards for [Easy Setup] are on
ne left

o overview of your AirStation's
ystem infarmation is displayed on

tasic Settings

Run Internet Connection Wizard
(Easy Setup)

This Wizard scans your Internet
connection and connects to the
Internet. Most cable modems will
connect automatically when the
Intemet Connection Wizard s run

ms may require PPPOE
information 10 connectto the
Internet. Pyaur connection requires
a password or other PPPoE
information, have it ready! Your ISP
can provide this information ifyou
don't hawe it

Wireless SSID & Channel
{11n300Mbps Mode)

This YWizard lets you set an 551D
(network name) and choge a
wireless channel for your network.

Wireless Encryption
(WEPTKIP/AES)

This Wizard lets you choose the
type of encryption (WEPTKIPIAES)
10 Uge on your wireless network,

nternet

Internet Games (Port Forwarding)

This Wizard lets you set 4 Static
HAT ta play Internet Games.

This is the configuration utility,
where most AirStation settings
can be configured.

Help is always displayed on
the right side of each screen.
Refer to the Help screens for
more information on using the
configuration utility.

WZR-HP-G300NH User Manual

18



Chapter 4 Configuration

Configuration Utility Menus in Router Mode

The menu structure for the AirStation in router mode is as follows. Please refer to the pages listed at
right for explanations of each item.

Main screen Descriptions Page
Internet/LAN
Internet Configure Internet side port and settings. Page 25
PPPoE PPPoE settings (DSL login). Page 26
3G Modem 3G USB modem settings. Page 29
DDNS DNS settings. Page 32
VPN Server VPN server settings. Page 34
LAN LAN side port configuration. Page 36
DHCP Lease DHCP lease settings. Page 38
NAT Network address translation settings, used to connect LAN side devices | Page 39
to the Internet.
Route Configure the AirStation’s IP. communication route. Page 40
Wireless Config
WPS WPS settings and status. Page 41
AQSS AOSS (AirStation One-touch Secure System) settings and status. Page 42
Basic Configure basic wireless settings. Page 44
Advanced Configure advanced wireless settings. Page 48
WMM Set priorities for Wireless Multimedia Extensions (Wi-Fi Multimedia). Page 49
MAC Filter Limit access to specific devices. Page 51
Multicast Control Configure limits on sending unnecessary multicast packets to the Page 52
wireless LAN port.
WDS Configure communication among AirStation Page 53
Security
Firewall Protect your computer from outside intruders. Page 55
IP Filter IP filters for packets passing through the LAN side and the Internet side. | Page 57
VPN Configure IPv6 passthrough, PPPoE passthrough, and PPTP passthrough. | Page 58
Passthrough
LAN Config
Port Forwarding Configure port translation and exceptions for games and other Page 59
programs.

WZR-HP-G300NH User Manual

19




Chapter 4 Configuration

DMZ Configure a destination to transfer communication packets without a Page 61
LAN side destination.
UPnP Configure UPnP (Universal Plug and Play). Page 62
QoS Configure priority for packets that require a guaranteed data flow. Page 63
Movie Engine Configure options for the Movie Engine feature. Page 65
NAS
Disk Management | View the status and configure of attached USB disks. Page 67
Shared Folder Set the USB disk to use as shared folders. Page 69
User Management | Configure users to access shared folders. Page 71
Shared Service Configure shared folder access. Page 72
Web Access Configure Web Access. Page 74
Media Server Configure a Media Server. Page 76
BitTorrent Configure a BitTorrent client. Page 77
Admin Config
Name Configure the AirStation’s name. Page 79
Password Configure the AirStation’s login password for access to the configuration | Page 80
utility.
Time/Date Configure the AirStation’s internal clock. Page 81
NTP Configure the AirStation to synchronize with an NTP server to Page 82
automatically set the AirStation’s internal clock.
ECO Configure the AirStation’s ECO Mode. Page 83
Access Configure access restrictions to the AirStation’s configuration screens. Page 85
Log Configure a syslog server to manage the AirStation’s logs. Page 86
Save/Restore Save or restore the AirStation’s configuration from a configuration file. Page 87
Initialize/Restart Initialize the AirStation or reboot it. Page 88
Update Update the AirStation’s firmware. Page 89
Diagnostic
System Info View current system information for the AirStation. Page 90
Logs Check the AirStation’s logs. Page 92
Packet Info View all packets transferred by the AirStation. Page 93
Client Monitor View all devices currently connected to the AirStation. Page 94
Ping Test the AirStation’s connection to other devices on the network. Page 95
Logout
Click this to log out of the AirStation’s configuration screens.

WZR-HP-G300NH User Manual 20



Chapter 4 Configuration

Configuration Utility Menus in Bridge Mode

The menu structure in bridge mode is as follows. Please refer to the pages listed at right for

explanations of each item.

Main screen Descriptions Page
LAN Config
LAN Configure LAN side ports and devices. Page 36
Route Configure the AirStation’s IP communication route. Page 40
Wireless Config
WPS WPS settings and status. Page 41
AQSS AOSS (AirStation One-touch Secure System) settings and status. Page 42
Basic Configure basic wireless settings. Page 44
Advanced Configure advanced wireless settings. Page 48
WMM Set priorities for Wireless Multimedia Extensions (Wi-Fi Multimedia). Page 49
MAC Filter Limit access to specific devices. Page 51
Multicast Control Configure limits on sending unnecessary multicast packets to the Page 52
wireless LAN port.
WDS Configure communication among AirStation Page 53
QoS
Movie Engine Configure options for the Movie Engine feature. Page 65
NAS
Disk Management | View the status and configure of attached USB disks. Page 67
Shared Folder Set the USB disk to use as shared folders. Page 69
User Management | Configure the name to access shared folders. Page 71
Shared Service Configure the name to access shared folders. Page 72
Web Access Set to use the Web Access function. Page 74
Media Server Set to use the Media Server function. Page 76
BitTorrent Set to use the BitTorrent function. Page 77
Admin Config
Name Configure the AirStation’s name. Page 79
Password Configure the AirStation’s login password for access to configuration Page 80
screens.
Time/Date Configure the AirStation’s internal clock. Page 81

WZR-HP-G300NH User Manual
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NTP Configure the AirStation to synchronize with an NTP server to Page 82
automatically set the AirStation’s internal clock.
ECO Configure the AirStation’s ECO Mode. Page 83
Access Configure access restrictions to the AirStation’s configuration screens. Page 85
Log Check the AirStation’s logs. Page 86
Save/Restore Save or restore the AirStation’s configuration from a configuration file. Page 87
Initialize/Restart Initialize the AirStation or reboot it. Page 88
Update Update the AirStation’s firmware. Page 89
Diagnostic
System Info View current system information for the AirStation. Page 90
Logs Check the AirStation’s logs. Page 92
Packet Info View all packets transferred by the AirStation. Page 93
Client Monitor View all devices currently connected to the AirStation. Page 94
Ping Test the AirStation’s connection to other devices on the network. Page 95
Logout
Click this to log out of the AirStation’s configuration screens.
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Chapter 4 Configuration

Setup

Setup is the home page of the configuration utility. You can verify settings and the status of the
AirStation here.

Setup Internet/LAN (Wireless Config LAN Config m Admin Config

Wizards & Ove W

Logout
-~

Easy Setup MODE Infoermation Wizards & Overview
Router Mode ON

Basic Settings

t tInf ti YWizards for [Easy Setup] are on
** Run the Internet Connection \Wizard (Easy I(r;:;n; Cn °rmi_|°r; the left.
Set oE Connection ) ) )
M 1: Easy Setup(Default An overview of your AirStation's
= Wireless 510 & Channel(11n300Mbps _diEasy setu p(Defaul 3 I system information is displayed on
Mode) Connection Condition Online the right.
*= Wireless Encryption (WEP/TKIPAES) Sto
Basic Settings -
L0012 ’ Check Connection ] ’ Refresh ]
= Internet Games (Port Forwarding Run Internet Connection Wizard
= Wind Live (MEM) b Bt
?n S |\-'e- (MSH] Messenc er WIRELESS This Wizard scans your Internet
¥ Wireless Mulficast Rate IEEE 802.11n/g/b { Auto / 5¢h ) connection and connects to the
Tgon T iD7aEcE 18 T Internet. Most cable modems will
Other _ connect automatically when the
ADSS WRAVPAZ mixedmode - Internet Connection Wizard is run.

Authentication PoK

== Update sirStation Firrware DEL maodems may reguire PPPoE

- . . ; ; information to connect to the
“ Initialize AirStation | EMEREEn  AOES TAIPES e megs Internet. Ifyour connection requires
f=1= 1} o01D738CE118-1 a password or other PPPOE
- infarmation, have it ready! Your ISP
Authentication ADSSWRAFSK can provide this information if you
Encription AOSS AES don't have it.
Wireless SSID & Channel
@ OIS ST {11n300Mbps Mode)
B This Yizard lets you set an S5ID
i WPS Setup (netwark name) and chose a
wireless channel foryour network.
Fliti Wireless Encryption
EILES (WEP/TKIP/AES)
’ Metwork Service List ] This Wizard lets you choose the

type of encryption OWERTEIPIAES)
to use onyour wireless network,

[ Daownload Manager ]

Internet

Internet Games (Port Forwarding)

This YWizard lets vou set a Static
Language BAT to play Internet Games.

| Auto v| [Apply |

Windows Live (MSN) Messenger

Parameter Meaning

Internet/LAN (LAN Config) Displays the configuration screen for the Internet port and LAN
ports.

Wireless Config Click this button to display the configuration screen for wireless
settings.

Security Click this button to display the configuration screen for security.

LAN Config Click this button to display the configuration screen to open ports

for games and applications.
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Parameter Meaning

NAS Click this button to display the configuration screen for NAS
settings.

Admin Config Click this button to display the configuration screen for
administration settings.

Diagnostic Click this button to display the status of the AirStation.

Easy Setup Enables you to easily configure the AirStation’s network settings

Internet Information

Check Connection

Refresh
WIRELESS
AOSS Setup
WPS Setup

Network Service List

Media Server
Download List
Language

Logout

automatically.
Displays WAN-side system information for the AirStation.

Click this button to check if the AirStation is connected to the
Internet properly.

Click this button to refresh the current screen.

Displays the current wireless settings.

Click this button to display the AOSS configuration screen.
Click this button to display the WPS configuration screen.

Displays the list of the network devices for which information is
provided from the network on the LAN-side.

Displays the status of the media server.
Displays the list of BitTorrent files downloading.
Enables you to select the language you use.

Log out from the configuration screen of the AirStation. If the
AirStation does not communicate for 5 minutes, it will log out
automatically.
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Internet/LAN (LAN Config)

Internet (Router Mode only)

Configure a WAN-side port.

Internet PPPoE| 3G Modem| DDNS| VPN Server| LAN| DHCP Lease | MAT| Route |

As for the IP address acouisition method,

"Perform Easy Setup (Internet Connection Wizard)" is set up.

To set up PPPoE click here.

Advanced Settings

Default Gatewsry

Address of DNS Name Server

Internet MAC Address

MTL Size of Internet Port

(&) Usze Default MAC Addres=(00:10:7 3:8C:61:18)
O Use this addressl |

1500 Biytes

Internet Ethernet Settings

Configuring your |nternet side port:

Nnrmally,_é(c'u'll connect the
Internet side port to an external
network such as the internet.

Method of Acquiring IP Address

Select one of the followin
methods to acquire a INTERMET
ort IP Address. Please ask your
Provider for any other information
ahout your ling farmat. If you're not
sUre W‘\I(ﬂch method to chaose, try
selecting Easy Setup. You can
confirm status of the current
Internet side [P Address on the
System Information screen. This
setting can only be changed when
the hardware mode switch on the
AirSation is set to [ROUTER ON].

Perform Easy Setup {Internet
Connection Wizard)

The Easy Setup scans your
Internet connection and

Parameter

Meaning

Method of Acquiring IP Address

Default Gateway

Address of DNS Name Server

Internet MAC Address

MTU size of Internet Port

Specify how the WAN-side IP address is obtained.

Configure an IP address for the default gateway.

Specify an IP address for the DNS server.

Configure the Internet side MAC address.

Note: Configuring an improper MAC address may make the AirStation

unusable. Change this setting at your own risk.

Configure the MTU value of the Internet port. Values of 578 to 1500

bytes may be entered.
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PPPoE (Router Mode only)
Configure PPPOE settings.

R o e S e S —————

Internet| PPPOE 3G Modem | DDNS| VPN Server| LAN| DHCP Lease | NAT| Route|

Default PPPOE Connection 1: Easy Setup +
IP Unnurmbered PPPOE Connection |1 : Easy Setup #

PPPoE Connection List

Number Mame Status
1 EasySetup  Enable

Edit Connection List

Preferred Connections

Mo, Mame Destination address Source address
Mo Preferred Connections are Registered.

[ Edit Preferred Connections ]

Logout
Bl

PPPoE Settings |

If FPPE is specified in the
Internet side cnnﬂguratiun, you'll
have more detailed setup options
on this page. To specify PPPoE as
the Internet side communication
methad, on [Internet SetuE]—
Internet Part], select [FPFoE
lient Function] or select [Use P —
Unnumbered] .

Note:

If[&cquire IP addrass
autamatically fram DHCP server]
ar [Manual Setup] is setas the
Internet side communicatian
method, or if something besides
PFFoE was detected when [Easy
Setup] ran, itis not necessary to
enter information on this page.
(Even ifitis set, itis notused)
Additionally, when [Easy Setup] is
executed, information set on this
page may be rewritten.

Default PPPoE Connection

If rultiple destinations are
registered to the FPPoE
Destination List, the destination [

Parameter Meaning

Default PPPoE Connection If you have registered multiple connection destinations in the
PPPoE Connection List, connection destinations selected here
have priority. You need to configure the route to which PPPoE is

connected to if you don't use the default settings.

IP Unnumbered PPPoE Connection Select the destination from the PPPoE Connection List which is

used when specifying "Use IP Unnumbered" in Method of Acquiring

IP Address (page 25).
PPPoE Connection List Edit PPPoE destination. You can register up to 5 sessions.
“Edit Connection List” Click this button to display the screen to edit the settings of
destination.
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Parameter Meaning

PPPoE Connection No.*-Add This is displayed when “Edit Connection List” is clicked.

Name of Connection
Enter the name to identify the connected destination. You may
enter up to 32 alphanumerical characters and symbols.

User Name
Enter the user name specified by your ISP for PPPoE certification.
You may enter up to 32 alphanumerical characters and symbols.

Password
Enter the password specified by your ISP for PPPoE certification.
You may enter up to 32 alphanumerical characters and symbols.

Service Name
Fill in this field only if your ISP specifies a Service Name. Leave
blank otherwise. You may enter up to 32 alphanumerical
characters and symbols.

Connection Type
Specifies the timing for the AirStation to connect to your
provider.

Automatic disconnection
Set time to disconnect after communication is stopped when the
connection method is set to "Connect on Demand" or "Manual".
You can enter up to 1440 minutes.

Authorization
Configure an authorization method with a provider.

MTU Size
Configure the MTU value for PPPoE. Values of 578 to 1500 bytes
may be entered.

MRU Size
Configure MRU (Maximum Receive Unit) for PPPoE. Values of 578
to 1492 may be entered.
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Parameter

Meaning

PPPoE Connection No. *-Add

Preferred Connections

[Edit Preferred Connections]

Preferred PPPoE Connection -Add

Keep Alive
If Keep Alive is enabled, then the AirStation will issue an LCP
echo request once a minute in order to maintain the connection
with the PPPoE. If the server does not respond for more than
6 minutes, the line is recognized as disconnected and the
AirStation will terminate the connection.“Disabled” is the
recommended setting.

Displays information you have set regarding to the connection
destination route.

Click to edit the connection destination route settings.

Click "Edit Preferred Connections" to display.

Name
The destination to connect by PPPoE if "Destination address" and
"Source address" match. Select the destination registered to the
PPPoE Connection List.

Destination address
When communicating to this address, the AirStation will
communicate with "Name of Connection.

Source address
When communicating from this address, the AirStation will
communicate with "Name of Connection."
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3G Modem (Router Mode only)

Configure 3G modem settings.

| SetuP il Vreless Config| Security | LANConflg | A

Internet| PPPoE | 3G Modem DDNS| VPN Server| LAN| DHCP Lease | NAT| Route |

APN information was not able to be acquired from the 3G Modem.
Please click the button of the re-acquisition.
Please input PIN when the PIN authentication is set.

Profile | Profile-1 : [Undefined] v |

Prafile name |

3G modem

Select carrier
Cannection methad
CiD Mot selected % |(Select either one depending on vour contract)

Line |

Current Walue: Modem is not connected.
e e

Current Value: Modern is not connected.
APN | |
User narme | |
Password | |

Connection Type | Manual v

[Advanced Settings]

Automatic profile switching [ Enable

Disconnect Condition | When transfer stops v

5 Minutes

{If the Disconnection Time is setto 0 minutes,
then the AirStation will maintain the connection indefinitely

Automatic disconnection

Idle Time

Authorization |Aut0matic Authorization V|
MTU Size 1500 Bytes
Keep Alive [CJEnable

[¥]Enahle

Disahle function automatically.

Function: [V]vP Server [Y1DONS [ BitTarrent [Y]wieh Accass [VINTP

[ Apply ] [ Delete profile ]

|>

3G Modem

Thiz line setting is necessary ta
communicate with a
communications carrier.

Profiles

Up to four connections can be set
as profiles. =

Profile Name

Fill in the name of the
communications carriers as profile
narmes.
This rmust be filled in. The profile
name cannot be the same as other
rofile names.
p to B4 aliahanumeric characters
and symbaols can be used. Two-
byte characters cannot be used.

3G Modem

Displays the model number of the
identified USE modem.

Select Carrier

Select the communications carrier
to connect to.

Connection Method

Connection Method is depending
on above cartier.

Select CID

Select the CID provided by your
carrier when you subscribed the
service. Any carriers might not use
it.

Line

Input the telephone number
specified by the communications
carrier. There is no need to change
the nurnber if it is displayed by
default. Enter 4 to 40 numeric
characters.

PDP Type

Select whether IP or PPP the
communication carrier guided
when you subscribed the service.
Any carriers might not use it.

APN

Enter APM provided by the
communication carrier when you
subscribed the service. There is no
need to change it if it is displayed
by default. If this is not displayed,
then it does not have to be set. Up
to B3 alphanumeric characters and
the symbal "." and "_" can be
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Parameter Meaning
Profile Configure the connection profile.
Up to 4 profiles can be set.
Profile name Name the profile.
(64 alphanumeric characters can be used at maximum.)
3G modem The part number of your 3G modem connected to the AirStation is

Select carrier
Connection method
CID

Line

PDP Type
APN

PIN

displayed here.

Select the internet provider that serves 3G modem.

Select 3G, 3.5G, CID, or Line depending on your connection.
Configure the CID value given by your carrier as required.

Configure the telephone number given by your carrier.
You don't need to set this parameter if it is not editable.

Choose IP or PPP depending on your connection type.
Choose APN value given by your carrier.

Set the PIN code of 4 numeric characters.
This parameter may not be shown if your carrier does not need PIN.

Note: If you set a wrong PIN code here and authentication fails
continuously, your 3G modem may be locked.
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Parameter Meaning
User name Enter the user name given by your carrier.
Password Enter the password given by your carrier.

Connection Type

Automatic profile switching

Automatic disconnection

Authorization
MTU Size

Keep Alive

The function is automatically
invalidated.

Configure the internet connection period.

[Continuous Connection] makes the connection available at any
time even if the internet communication does not happen.

[Connection on Demand] makes the connection available only if
the communication to the internet happens. Connection will be
cut automatically when the communication does not happen for a
period of time.

If choosing [Manual], switch the internet connection manually.

Switches the profile automatically if the current profile does not
establish communication.

Set the type and time for automatic disconnection of internet
communication. 1440 minutes is the maximum value of idle time.

Select the authorization method specified by your carrier.
Set the MTU value from 578 to 1500 for PPP connection.

If Keep Alive is enabled, the AirStation will request LCP echo once
a minute to the PPP server. Internet connection will be cut if the
server does not respond for more than 6 minutes.

Disable this parameter if the PPP connection is cut at short
intervals.

When 3G modem is used, VPN server, DDNS, BitTorrent, Web Access,
and NTP function may automatically be disabled if you enable this
setting.
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DDNS (Router Mode only)

Configure Dynamic DNS settings. Many settings are only available when the appropriate Dynamic

DNS service is enabled.

O . -

m Internet/LAN QUG

\/

Internet| PPPoE| 3G Modem | DDNS VPN Server| LAN| DHCP Lease | NAT| Route |

Dynarnic DNS Service

Current Dynamic DNS Information

Internet Side IP Address 22214 9916

Domain Mame Dizabled
Status Cisahled

Logout
~

Dynamic DNS Settings

Dynamic DNS Setup.

Before configuring this settings,

E)DU need to sign up for a dynamic
NS gervice provider.

Dynamic DNS Service

Select a dynamic DNS service
rovider.
ou can select "DynDMS" ar
TZO"

e DynDMNS
s TZO

The fallowing values are different
depending on your dynamic DMNES
service provider.

(C12000-2009 BLFFALC |

. Al rights regerved.

Parameter

Meaning

Dynamic DNS Service

User Name

Password

Host Name

Email Address

TZO Key

Domain Name

Select a provider (DynDNS or TZO) for Dynamic DNS.

Enter the Dynamic DNS user name. You may enter up to 64
alphanumerical characters and symbols.

Enter the Dynamic DNS password. You may enter up to 64
alphanumerical characters and symbols.

Enter the Dynamic DNS host name. You may enter up to 255
alphanumerical characters, hyphens, and periods.

Enter the email address which is registered to the Dynamic DNS
service. You may enter up to 64 alphanumerical characters and
symbols.

Enter the TZO Key which is registered to the Dynamic DNS service.

You may enter up to 64 alphanumerical characters and symbols.

Enter the domain name which is registered to the Dynamic DNS
service. You may enter up to 255 alphanumerical characters,
hyphens, and periods.
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Parameter

Meaning

IP Address Update Period

Internet Side IP Address

Domain Name

Status

Specifies the period to notify the dynamic DNS service provider of
the current IP address. For DynDNS, set it between 0 and 35 days.
For TZO, set it between 0 and 99 days. If 0 (zero) days is set, no
periodic update is performed.

The WAN-side IP address of the AirStation’s Internet port. This
address is sent to the dynamic DNS service provider.

The domain name assigned by the dynamic DNS Service provider.

The AirStation can be accessed from the Internet using this domain

name.

Display the status of dynamic DNS service.
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VPN server (Router Mode Only)
Configure the VPN server.

m Internet/LAN RUJLGE CEERS T LAN Config m Admin Config

Internet | PPPoE | 3G Modem | DDNS | VPN Server LAN| DHCP Lease | NAT| Route |
Logout
VPN Server Settings Tl
The LAN side IP address is set to 182.168.11.1.
Therefore, a PC connected to BUFFALO's router may be unable to access to the By using the PPTP server function
PC on the LAN_ gmsposmbflre to ahccless the dth
The LAN side IP address and DHCP IP address pool should be changed. CEL R
Auto Input [ Generate Recommended IP Address ] Hote
If using GRE protocol (protocol
IP Address  [192.168.11.1 | no.47) and no.1732 TCP port

LAN Side IP Address

filtering, then this function may not
Subnet Mask | 255 2565 2650 |w wark correctly. )

Also, he aware that if a router on

DHCP Server Function Enable the Internet side has these
protocols blocked, then this
DHCP IP Address Pool |192.168.11.2 ffor up to |64 hddress(es) R B LR e B
- Auto Input
PPTP Server Function [JEnable Click this button to generate a
L s - random IP address with a small
Authorization Type la-LRAFYE (4UMso-bit B possibility of overlapping with IP
addresses of other Buffalo routers.
[Advanced Settings] LAN Side IP Address
Auto Configure the AirStation's LAN [P
Server IP Address Address. The default is
Manual | | 192.168 111 If you want to
connect the AirStation to an
Auto existing LAN, speci? a unigue.
Client IP Address unused |P Address from the LAN's
Manual | |f0rupt0 5 address(es) range of IP addresses.
LAMN IP address of the AirStation Subnet Mask
DNS Server IP Address Manual | | Select the AirStation’s LAN side
; Subnet Mask. The default is
Do Mot Specify D55 DE5. 2h55A0 Isfyou want to
connect the AirStation to an
WINS Server IP Address existing LAN, specify the Subnet

Mask the LAN uses.

Appl
DHCP Server Function

Enable the DHCP Server here. The
default is enabled. If there is
anotheLDHCPDﬁ%rEer on the .
i network, one server must be
PPTP User List disabled or the |P ranges must be
User Name Connection Condition P Address Operation ﬁ%ao”\,%?g;giﬁ;”'gﬁgﬂ ;i‘gpgg??fd
DHCP Server is enabled. confirm
DHCP IP Address Pocl doesn't

[ Edit User Information ﬂ:lgrla Ne:gsgtmgenliﬁ Addresses in

Mo registered users

DHCP IP Address Pool

This determines the |P Address

range from which IP addresses will
be distributed to DHCP clients
(both wired and wireless). Enter
the starting IP address and the
number of connections to be

WZR-HP-G300NH User Manual



Chapter 4 Configuration

Parameter

Meaning

Auto Input
LAN Side IP Address

DHCP Server

DHCP IP Address Pool

PPTP Server

Authorization Type

Server IP Address

Client IP Address

DNS Server IP Address

WINS Server IP Address

[Edit User Information]

User Name

Password

Method of Acquiring IP Address

PPTP User List

Click to generate a random IP address.
Set a LAN side IP address and subnet mask.

Enable or disable the DHCP server, which assigns IP addresses
automatically.

Configure the range of IP addresses to be assigned by the DHCP
server and IP addresses to be excluded from that range. Values
from 0-253 may be entered.

Enable to use a PPTP server.
Select the authentication method for PPTP connection.
Select the server IP address.
Select the IP address range.

Set the DNS server IP address for the DHCP server to issue to
clients.

Set the WINS server IP address for the DHCP server to issue to
clients.

Click to edit user information.

Enter the user name to connect to the PPTP server. You may enter
up to 16 alphanumerical characters and symbols.

Enter the password to connect to the PPTP server. You may enter
up to 16 alphanumerical characters and symbols.

Select the method to be used to assign the IP address is assigned to
the PPTP client.

Displays the PPTP connection user information.
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LAN

Configure LAN-side and DHCP Server settings.

Internet| PPPoE | 3G Modem | DDNS| VPN Server| LAN DHCP Lease | NAT| Route |

Logout
~

LAN Side Ethernet Settings

IP Address  [192.168.11.1

| Configure the AirStation's LAN [P

LAM Side IP Address
Subnet Mask | 265 285 2660 v Address, Subnet Mask, and local

DHCP Server Function Enahle

DHCF Server settings here. Unless
yau're a netwarking expert, the
default settings are recommended.

|192.158.11.2 |f0rupt0|54 lﬁ\ddress(es)

LAN Side IP Address

DHCP IP Address Pool
Excluded [P Addresses:|

| Configure the AirStation's LAN [P

Address. The default is

LAN Side IP Address [P Address |

| 192168.11.1. If you want to
connect the AirStation to an

(For IP Unnumbered) supnet Mask

DHCP Server Settings [Advanced Settings]

Atvanced Settings [ Display

existing LAN, specify a unigue,
unused |P Address from the LAN's
range of IP addresses.

Subnet Mask

Select the AirStation's LAN side
Subnet Mask. The default is

2585.265.255.0. If you want to
£ply connect the AirStation to an v
Parameter Meaning

LAN Side IP Address

DHCP Server Function

DHCP IP Address Pool

LAN Side IP Address
(For IP Unnumbered)

Advanced Settings

Lease Period

Default Gateway

By default, the LAN side IP address is 192.168.11.1 with subnet
mask 255.255.255.0. You may change it here.

Enable or disable the DHCP server, which assigns LAN-side IP
addresses automatically.

Configure the range of IP addresses to be assigned by the DHCP
server and IP addresses to be excluded from that range. Values
from 0-253 may be entered.

Set an IP unnumbered LAN side IP address.
Note: A PC with a normal LAN side IP address and a PC with an IP
Unnumbered IP address cannot communicate each other.

Check“Display” to display DHCP server advanced settings options.

Set the effective period of an IP address assigned by the DHCP
server. Up to 999 hours may be entered.

Set the default gateway IP address for the DHCP server to issue to
clients.
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Parameter Meaning

DNS Servers Set the DNS server IP address for the DHCP server to issue to

* Router Mode only clients.

WINS Server Set the WINS server IP address for the DHCP server to issue to

*Router Mode only clients.

Domain Name Set the domain name for the DHCP server to issue to clients. You

*Router Mode only may enter up to 127 alphanumerical characters, hyphens, and
periods.

Default Gateway Set the default gateway IP address.

*Bridge Mode only

DNS Server Address Set the DNS server IP address.

*Bridge Mode only
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DHCP Lease (Router Mode only)
Configure DHCP Exceptions.

m Internet/LAN RULGE EEERSG i) LAN Config m Admin Config

Internet| PPPoE| 3G Modem | DDNS| VPN Server| LAN| DHCP Lease NAT| Route

Logout
25

DHCP Lease Settings

Add Client Information
Add manual IP address

assignment, delete automatic IP
IP Address | | Address assignment or set

automatic assignment to manual
MAC Address | | Manual assignment
Assign an [P address to specified  —
T MAC address manually.

Up to 200 devices can be

registered for rmanual assignment.

Current DHCP Client Information Add/Edit Client information

IF Address MAC Address Lease Period  Status Customize This area is for adding or editing a

Mo P Addresses have been assigned ling.
{*) The IP Address of the client that is configuring this AirStation is IP Address
(192.168.11.2) Enter an IP address far manual

assignment.
The default is blank in append

rando

Parameter Meaning

IP Address Enter an IP address to lease manually. The IP address should be
from the same subnet as the DHCP scope, but not be within the
range that DHCP is assigning to other devices.

MAC Address Enter the MAC address which identifies the client.

Current DHCP Client Information Displays information for current leases. An IP address which is
leased automatically can be changed to be leased manually by
clicking “Manual Assignment”.
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NAT (Router Mode only)

Configure network address translation settings. This enables LAN-side devices to communicate with
the Internet.

m Internet/LAN LG EEER i LAN Config m Admin Config

Internet| PPPoE| 3G Modem | DDNS| VPN Server| LAN| DHCP Lease| NAT Route |

Logout
Y

Network Address Translation
Settings

Address Translation V] Enahle 0

Log Output of Deleted Packets  [JEnable Configure address translation to
connect the Internet side to the
Internet.

Apply

Address Translation

(C2000-2009 BUFFALC IMNC. All rights reserved.

Parameter Meaning

Address Translation Enable to use Network Address Translation.

Log Output of Deleted Packets Enable to log deleted packets (such as errors) during address
translation.
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Route

Configure the AirStation’s IP communication route.

m Internet/LAN LG EEERG i) LAN Config m Admin Config

Internet| PPPoE| 3G Modem | DDNS| VPN Server| LAN| DHCP Lease | NAT| Route

Logout
L
Routing Information ¥
Add Routin
9 Configure Routing Information.
- IP Address |
Destination Address e BT |
uhbnet Mas . 255, b
Add/Edit Routing —
Gateway | |
_ This area is for adding or editing a
Metric: line.
Add Destination Address

Specify the destination IP address
ar netwurk address.

If you're entering an P address as
destination, s ecify [Host
255,255, 255 1] I%rthe subnet
mask. |‘I<n %?jse 0 entderm ga
Destination Address Subnet Mask Gateway Metric Operation ity the network destination,

subnet mask.

Routing Information

Routing Configuration is not Registered

Gateway -

Parameter Meaning

Destination Address Adds a destination IP address and subnet mask to a routing table.
Gateway Adds a gateway address to a routing table.

Metric The metric is the maximum number of router hops a packet may

take on the way to its destination address. Values between 1 and 15
may be entered. The default value is 15.

Routing Information Manual entries will appear here after being added.
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Wireless Config

WPS
WPS Status and Settings.

WPS AOSS [ e o) IR rYEn] MAC Filter| Multicast Control | WDS |

WPS [l enable
External Registrar  [v]enable
Apply

AirStation PIN 12345670 Generate PIN

WPS Security Information

WPS status configured
581D
11nfgib Security

Encryption key

Logout
-

WP S5(WiFi Protected Setup)

WPS L

Caonfiguring WPS
WPS'is WiFi Protected Setup
which corresponds to Windows
Caonnect Mow-NET (WCN-MNET).
WPS is also known as the Wi-Fi
Simgle Configuration Protocal.
WPS function can safely and
easily distribute wireless security
information form an access point
Airstation) to the WPS clients.
he WPS device which registers
wireless security information is

called Registrar.
The Airstation has an internal
Registrar built-in it. but can also
123456000289 use an External Registrar.

The WPS device which receives

WPA-FSK AES the wireless security infarmation

1234567890123 from the Registrar is called
Enrollee.

Parameter

Meaning

WPS

External Registrar

AirStation PIN

Enrollee PIN

WPS status

Enable to use WPS automatic configuration.

Enable to accept the external configure requests from other WPS
devices.
Note: External configure requests will not be accepted if AOSS is in use.

Displays the PIN code of the AirStation. Clicking “Generate PIN"
will generate a new PIN code. This code can be entered into other
wireless devices that support WPS.

Enter the PIN code for the other wireless device and click “OK"
Displays “configured”if all available wireless bands are

configured. Displays “unconfigured” if at least one wireless band is
unconfigured.

WZR-HP-G300NH User Manual

41



Chapter 4 Configuration

AOSS
AQSS Status and Settings.

[ ]
m Wireless Conﬁg

et
WPS | AOSS Advanced(11n/g-b) [WMM(11n/g/b)

ADSS Settings - Edit AOSS Client Information

Encryption Type of Exclusive SSI0 for WERP  B0Z.11nigih

Encryption level expansion function
Dedicated WEP 5510 isolztion

Dedicated WEP for game consales B02.11niglh
A055 Button on the Alrstation Unit [¥]Enanble

Current Encryption Information 802.11nfg/b

Encryption

WRA-PSE-AES (Mow in use)
Type

B02.11nig/h | Enabled
202.11niglh | Disabled

|When this function is enabled, clients connecting via YWEP will

Enahle

5510 |DD1 D733CE118-1

Encryption -
key |a7|yry741w1 St

Enc

Wpre\’p”u” WRAMPAZ-PEK-miad (Mow in use)

331D |DD1 D738C6113

Encryption

Key |a?|yry?’t11w1 sm

Encryption Type WEF1Z8

5510 |EESDCC9C3DBYEEBEHDEDDQD5514D1 ES5

614451C072DB3AAAFI2F C356CE

(Sending Key)

_ 1872F3869E6216F395A1 11 E24C
Encryption key

03070855087 1311 C292249E37 D

A EFEAZAIIBOERT1AAIBAIEDY

Encryption Type WEPES

(Sending Key)

551D 0CO9AAZI524E480034ABFE7020153652
FoDD71ESE7
E A T0311BFA1A
nc 100 KE'
P v 50DAAFEDCE
73886A283C

[ Random ] [ KEY base ] [ Reset ]

ADSS Client Information

Client Information  MAC Address  Encryption Type

WEPEAMER128

WWLI-UC-G20xM 0010738208 7F

WiPA-PEK-THIPAWPA-PSK-AES

[ Edit AOSS Client Information |
AQSS Ethernet Converter Information

Client Information  MAC Address  Encryption Type

Wireless Connection Setting

20211 niglh Allow:

£l

MAC Filter | Multicast Control| WDS |
Logout
~ Y

AOSS (AirStation One-Touch
Secure System)

AODSS is Buffalo's unigue
technalogy for quickly formin% a
secure wireless connection. You
can see AOSS's configuration and
status from this screen.

@[Stan AO0SS] button

Click this button to start ADSS.
The ADSS button on top of the
router waorks the same as this
button. Refer to How to use AOSS
far mare details.

This button appears when ACSS is
enabled. CIicE this button to
digable ADSS. Cannections to
wireless clients will be terminated,
ADSS Information rermoved, and
Encryption Tépe reset to its default
valug, AES. Current Encryption
Information will also be removed
Wyireless Setting and Wireless
Security are enabled in Advanced
Settings when ADSS is disabled.

How to use AOSS

How o use ADSS:

(1)First

Power on or reboot the AirStation
and awireless client that supports

(2)Press ADSS buttons

After rebooting, press both
proguct's ADSS buttons, the
router's first, then the client's. The
AirStation and the wireless client
will exchange security infarmation
to setup the most secure
encryption type autormatically and
are ready to communicate

Note:

» Once the AOSE button is
pressed, other operations can't
be started until 2055 is
finished. Ifthe AirStation can't
find a wireless client after three
minutes, the AirStation's status
returns to its previous state

Upto 24 wireless clients may
be connected through AQSS

By default, ADSS is functional
hut does not initiate a
connection unless started
manually by pushing the AOSS
buttan, either here ar on the top
ofthe router.

Use AjirStation's System
Infarmation page to manually
canfigure a wireless client that
doesn't support ADSS.

= 'When wireless secutity is
configured, it's security
infarmation is succeeded.

In the following cases, the setting
of wireless security is not
succeeded and ADSS returns
errar,

= Anyblankis contained in E51D.

= WPAPSK s inputwith
‘hexadecimal B4 characters'

= Any blankis contained in VWPA-
PSE.

In the following cases, the setting
of wireless securit& is not
succeeded and AOSS generates

new encryption settings.
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Parameter

Meaning

Encryption Type of Exclusive SSID for

WEP

Encryption level expansion function

Dedicated WEP SSID isolation

Dedicated WEP for game consoles

AOSS Button on the AirStation Unit

Current Encryption Information
* AOSS Connection only

[Random]

[KEY base]

[Reset]

AOSS Client Information*

AOSS Ethernet Converter

Information*
*Only displayed if there are AOSS
Connections

Initiates AOSS automatic wireless configuration. Click this, then
press or click the AOSS button on your AOSS-compatible wireless
client. Repeat for additional AOSS clients.

Click this button to disconnect AOSS connections.
Note: If AOSS connections are disconnected, the SSID and encryption keys
will be restored to their most recent settings before using AOSS.

You may allow a separate SSID specifically for WEP connections. If
“disabled" is selected, then clients will not be able to connect with
WEP.

Expands security method from TKIP to WPA/WPA2-PSK-mixed
mode.

Set a separate SSID and network segment specifically for WEP
connections. Devices connected with WEP will not be able

to communicate with devices connected using AES/TKIP. All
connected devices will be able to communicate with the internet.

When enabled, the AirStation allows wireless devices to connect
with 64 or 128 bit WEP.

Uncheck to disable the physical AOSS button on the AirStation.

Displays the encryption type, SSID, an encryption key configured
by AOSS.

Click to enter random values for SSID, encryption key, and other
settings.

Click to return the SSID, encryption key, and other wirelesss settings
to the values on the case sticker.

Click to return the SSID, encryption key, and other wireless settings
to their previous values.

Displays AOSS clients connected to the AirStation and information
of the devices which are wirelessly communicated.

Displays information about ethernet converters connected to the
AirStation via AOSS.
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Basic

The screen to configure a basic wireless settings.

0B Wireless Config

Admin Config | Diagnostic

WPS| ADSS| Basic(l1ln-g-b) [ERELIEEE o) K TERE Y 2] MAC Filter| Multicast Control | WDS |

Wireless Radio [“lEnable

Wireless Channel | Auto Channel % | (Current Channel: 2)

Band With - 20 MHz ]

Extension Channel :

Broadcast SSID [l Allow

300Mbps Mode

| Use Multi Security function |

Logout
-

Basic Wireless Setting (11n/g/b)

You can set basic configuration L_
information for your wireless LAN
manually here. If encryption is not
used. communication will be
established just by this basic

setup. Encryptionis highly
recommended, however.

Wireless Radio

Un-checkin%"Enable" will disable
wireless LAN functionality. VWhen

disabled. all wireless functionality,
including broadcasting. is halted:

Default value is enabled.

Wireless Channel

You may specify a channel
v {frequency band) for your wireless

Separate feature Ouse

ssD ® Use AirStation's MAC address(1234560003B9)
O Enter:|

Wireless authentication WPA-PSK

Wireless encryption

communication. If there are other
wireless clients near the
AirStation. you may get

WPA-PSK (Pre-Shared Key): [esesesessssss

| interference. Change to a different

Rekey interval :

60 Jminutes

{and preferably non-overlapping)
channel in this case. Avai?able

channels vary with which wireless
standard you're using. When Auto
channel is selected. a vacant
channel is selected automatically.
11n/g/b - Auto. 1-11 Channel
(Default value : Auto channel)

Parameter

Meaning

Wireless Radio

Wireless Channel

300Mbps Mode

Determines whether to allow wireless communication. If this is
unchecked, then no wireless connections will be allowed.

Sets a channel (a range of frequencies) used for wireless
connections. With Auto Channel selected, the AirStation will
automatically use the best available channel.

300 Mbps mode uses twice the normal frequency range, 40

MHz instead of 20 MHz. In uncongested areas this can increase

performance. To use 300 Mbps mode, set the Bandwidth to 40 MHz

and choose an Extension Channel.

Note: If using Auto Channel for the wireless channel, then the Extension
Channel is set automatically.
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Parameter

Meaning

Broadcast SSID

[Use Multi Security function]
[Do not use Multi Security function]

SSID1

SSID2
SSID3

Separate feature

SSID

Wireless authentication

If“Allow" is checked, then the AirStation will respond to SSID
searches from wireless devices by broadcasting its SSID. If “Allow” is
unchecked, then the AirStation ignores SSID searches from wireless
devices.

Clicking "Use Multi Security function" will enable Multi Security,

allowing the use of multiple SSIDs, each with different wireless

security settings. Clicking "Do not use Multi Security function" will

disable the Multi Security function. The AirStation will then allow

one SSID and one type of wireless security.

Note: When using Multi Security, you need to enable at least one of the
following: SSID1, SSID2, or SSID3.

Multi Security SSID1 can use WPA-PSK-TKIP or WPA/WPA2-Mixed for
wireless security.

Multi Security SSID2 can use WPA-PSK-AES for wireless security.
Multi Security SSID3 can use WEP for wireless security.

When "Separate" is enabled, wireless devices connected to the
AirStation can communicate only with the Internet side, not with
each other.

Set SSID using 1-32 alphanumeric characters.

Specifies an authentication method used when connecting to a
wireless device.
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Parameter

Meaning

Wireless encryption

WPA-PSK (Pre-Shared Key)

Rekey interval

You may use any of the following types of encryption:

No encryption
Data is transmitted without encryption. Avoid this option since
any communication may be intercepted.
“No encryption” can be selected only when “No authentication” is
selected for Wireless authentication.

WEP
WEP is a common encryption method supported by most
devices. Use an encryption key to communicate with a wireless
device.
WEP can only be selected when “No authentication” is selected for
Wireless authentication.

TKIP
TKIP is an encryption method which is more secure than WEP, but
slower. Use an pre-shared-key to communicate with a wireless
device.
TKIP can be selected only when WPA-PSK or WPA2-PSK is selected
for Wireless authentication.

AES
AES is more secure than TKIP, and faster. Use a pre-shared-key to
communicate with a wireless device.
AES can be selected only when WPA-PSK or WPA2-PSK is selected
for Wireless authentication.

TKIP/AES mixed mode
TKIP/AES mixed mode allows both TKIP and AES authentication
and communication.
TKIP/AES mixed mode can be selected only when WPA/WPA2
mixed mode - PSK is selected for Wireless authentication.

A pre-shared key or passphrase is the “password” for your wireless
connections. There are two different formats for a pre-shared key.
Use 8 to 63 alphanumeric characters (case-sensitive) for a “character”
(ASCII) passphrase, or use 64 digits using 0 to 9 and a to f (not case-
sensitive) for a“hexadecimal” passphrase..

Set the update interval for the encryption key between 0 and 1440
(minutes).
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Parameter

Meaning

Set up WEP encryption key

A WEP encryption key (passphrase) may have any of four different
formats. A “character’ (ASCII) passphrase may use either 5 or 13
alphanumeric characters (case-sensitive). A“hexadecimal” passphrase may
use either 10 or 26 digits using 0 to 9 and a to f (not case-sensitive).
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Advanced

Configure advanced wireless settings.

i/ B Wireless Config

WPS | AOSS Advanced(11n-g-b) [TIIIEEEYE o] MAC Filter| Multicast Control | WDS |

Multicast Rate
DTIM Period

Privacy Separator []Enable

Logout
-
Advanced Wireless Settings
(11nigib)
Specify Advanced Wireless
Settings.

Multicast Rate

Youcan select 1.2 55 6.9 11,
12, 18, 24, 36, 48, 54Mbps or

Auto.
Default Value is "Auta”.

09 BUFFALO INC. All rights res

Parameter

Meaning

Multicast Rate

DTIM Period

Privacy Separator

Set the communication speed of multi-cast packets.

Set the beacon responding interval (1 -255) for which the AirStation
responds to a wireless device. This setting is effective only when
power management is enabled for the wireless device.

If enabled, the Privacy Separator blocks communication between
wireless devices connected to the AirStation. Wireless devices will
be able to connect to the Internet but not with each other. Devices
that are connected to the AirStation with wired connections will
still be able to connect to wireless devices normally.
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WMM

Set priorities for specific communications.

L G R Wireless Config

WPS | AOSS e ] WMM(11n/g-b) MAC Filter| Multicast Control | WDS |

WMM-EDCA
Priority

AC_BK(Low)

AC_BE(Mormal)

AC_VI(High)

AC_VO(Highest)

Parameters

Parameter

CWmin:
CWmax:
AIFSN:
THXOP Limit:

Admission Control:

CWmin:
CWmax:
AIFSN:
THXOP Limit:

Admission Control:

CWmin:
CWmax:
AIFSN:
THXOP Limit:

Admission Control:

CWmin:
CWmax:
AIFSN:
THXOP Limit:

Admission Control:

For AP For STA
15 15
1023 1023
7 7
0 0
= Disable
For AP For STA
15 15
63 1023
3 3
0 0
= Disable
For AP For STA
7 7
15 15
1 2
94 94
= Disable
For AP For STA
3 3
7 7
1 2
47 47

Disable

Logout

WM Settings (11n/g/b)

Prioritized AirStation
communication for specific
transactions. This settings
provides some real time
communication, which can help
improve the quality of VOIP or
other streaming protocols.

WHMM-EDCA Parameters

It is usually not necessary to
change this value.

Priority
The pr|0r|t is ranked Highest)s -

(High)4 - L ormal)2 - (Low)1 for
each packe

Parameter
CWmin, CWmax

The maximum and minimum value
for the contention window. The
contention window is used to
control the frame collision
avoidance system in IEEES02.11.
alues that can be inputted: 1-
32767

AIFSH

Interval of the sending frame. The
unit defines a time-slot (similar to
the window value of CWmin,
CWmax). Lower values define a
higher pricrity as the back-off
algarithm starts earlier. Values that
can be inputted: 1-15.

TXOP Limit

The time for the queue to obtain
send pricrity. The minimum value
is 32ms. Large values can send
more frames at a time. However,
latency may increase.

Only one frame is transferred at
the time when the TXOP Limitis 0.
‘Values that can be inputted: 0-256.
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Parameter Meaning

WMM-EDCA Parameters You don't usually need to change these settings. Using the default
settings is recommended.

Priority
The following priorities may be applied to individual
transmission packets: (Highest) 8, (High) 4, (Normal) 2, and
(Low) 1. From the queue, these packets are processed in order of
priority.

CWmin, CWmax
The maximum and minimum value of the contention window.
The contention window is used in the frame collision avoidance
structure performed in IEEE802.11, and generally, the smaller the
value in the window, the higher the probability that the queue
obtains the right to send.

AIFSN
The interval to send frames. The unit of the AIFSN is a slot, just as
the window defined by CWmin and CWmax is. The smaller the
interval of sending frames, the faster the algorithm can restart.
As a result, the priority of the queue is higher.

TXOP Limit
The period of time that the queue can use after obtaining the
right to send. The unit is 32 ms. The longer this time, the more
frames can be sent per right to send. However, the queue may
interfere with other packet transmissions. If TXOP Limit is set to 0
(zero), only one frame can be sent per right to send.

Admission Control
Restricts new frames from interfering with a previous queue. New
packets are prioritized lower until a queue of them is collected. As
the new queue accumulates more packets, its priority increases.
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MAC Filter

Restrict access to specific wireless devices.

WPS| AOSS I R o] T TEEEYE 5] MAC Filter Multicast Control| WDS |

Enforce MAC Filtering [JEnable

Registration List

MAC Address Connection Status
Mo Registered MAC Addresses

Edit Registration List

Logout
~

Wireless MAC Filtering Tl

Wireless connections to the
AirStation can be limited to
specific client MAC addresses to
enhance security against
unwanted network visitors. When
enabled. only wireless client
adapters with registered MAC
addresses will be allowed to
connect to the AirStation. The
wireless MAC filter is ignored while
AOSS isin use.

Enforce MAC Filtering

Check Enable to use MAC
filtering. Then, onlﬁvL wireless clients
with registered MAC Addresses v

BUFFALO INC. All rights

Parameter

Meaning

Enforce MAC Filtering

Registration List

[Edit Registration List]

MAC Addresses to be Registered

List of all clients that are associated
with this AirStation

Enable to restrict wireless connections to devices with registered
MAC addresses.

Displays the MAC addresses of registered devices which are
permitted to connect wirelessly.

Click to add a wireless device to the list of permitted devices.

Enter a MAC address of a wireless device to permit to connect to
the AirStation. Click "Register" to add that MAC address to the list.

Display the list of all MAC addresses of wireless devices connected
to the AirStation.
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Multicast Control

Configure restrictions on unnecessary multicast packets sent to the wireless LAN port.

a0 EE Wireless Config

Snooping [¥]Enable

Multicast Aging Time Sec.
Apply

WPS | ADSS [ R o) I IEErYEES] MAC Filter | Multicast Control WDS

Logout
-~

Multicast Control

This setting controls multicast
packet transfer to wireless LAN
port.

Snooping

Snooping observes multicast
control packets like IGMP to
control unnecessary packet v

J00-2009 BUFFALQ INC. All rights resemved.

Parameter

Meaning

Snooping

Multicast Aging Time

If enabled, snooping supervises multicast administrative packets
such as IGMP and restricts unnecessary multicast transfers to wired
or wireless ports.

Set the time to hold the data from multicast snooping in the range
of 1to 3600 (seconds). Enter a value bigger than the IGMP/MLD
query interval.
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WDS

WDS bridging allows communication between AirStations.

m 1=l L/ SUWE Wireless Config LAN Config m Admin Config

WPS | AOSS [T e TR e o] DIyl MAC Filter| Multicast Control | WDS

WS [Puse

Specify Master/Slave

Logout
-

WDS

Configure establish the wireless
connection with another AirStation.

SSID |

[f the communication between

Wireless authentication

Encryption for wirgless

AlrStation and wireless Slave
cannot be established or constant
hecause the distance hetween
those two are too far away, Install
AirStation bhetween Master and
Slave wireless devices by using
WDS to solve these problems. .

The destination connection needs

Parameter Meaning
WDS Check to use WDS bridging.
Specify Master/Slave Define this AirStation's role in a WDS bridge.

Master
This AirStation will the master in a WDS bridge. It will have the
Internet connection, and other AirStations in the bridge will be
connected through this AirStation.

Slave
Slave AirStations are connected to the master AirStation.

Auto
Automatically switches between Master and Slave modes
depending on the surrounding network.
If an AirStation works as a router, it will automatically be set as a
master.
If the Airstation works as a bridge and a DHCP server exists
in the network, it will automatically be set as a master . If the
AirStation works as a bridge and no DHCP server is available, it
will automatically be set as a slave.
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Parameter Meaning
SSID Configure the Master Airstation's SSID.

[ Search ] Click to search for other AirStations' SSIDs.
Wireless authentication Configure authentication method for the master AirStation
Encryption for wireless Choose encryption type for the master AirStation.
WPA-PSK (Pre Shared Key) Set the master AirStation's Encryption key.

Notes: A master AirStation can communicate with two slaves only.
A slave AirStation cannot communicate with any AirStation other than its master.

QB

X
12
Y

W

Master

N
X
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Security (Router Mode only)

Firewall (Router Mode only)

Configure the AirStation’s firewall.

“soup | mmes i s Con JRCSTRN LoCony |45 | hamin Gon

Firewall IP Filter| VPN Pass Through |

Log Output [JEnable

Logout
-

Firewall

Limits the type of packets allowed
to pass between the Internet and —
LAN. When packets reach the

Enable Basic Rules Number of Packets AirStation, the firewall evaluates

[F Frohibit MET and Microsoft-DS Routing
Reject IDENT Requests
Block Ping from Internet

the packets. and forwards packets
0 that don't match any filter to their
destination. The Firewall blocks
0 unnecessary packets from the
Internet side and prevents leaking
0 s_edcure infarmation from the LAN
side.

Log Output
Checking this box will record v

009 BUFFALO INC. All rights res

Parameter Meaning
Log Output Enable to output a log of firewall activity.
Basic Rules Enable to use any of the quick filters. Preconfigured quick filters

include:

Prohibit NBT and Microsoft-DS Routing
When this is enabled, you cannot use the Microsoft network
feature from the Internet side to the LAN side and from the LAN
side to the Internet. You can configure this with PPPoE if you
select “Use PPPoE Client” or “Use IP Unnumbered” in Method of
Acquiring IP address (on page 25), or if Easy Setup identified a
PPPoE connection during setup.
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Parameter Meaning

Reject IDENT Requests
Enabling this option will answer IDENT requests from the Internet
side with corresponding rejection packets. Enable this option if
you experienced slower transfer speed for network application
such as sending mail, using ftp or displaying on browser. If
you have configured transfer of IDENT requests to the LAN
side computer in the address translation settings (DMZ or TCP
port:113), then that setting has higher priority, and overrides this
setting.

Block Ping from Internet
If this is enabled, the AirStation will not respond to pings from the
Internet side. You can configure this with PPPoE if you select “Use
PPPoE Client” or “Use IP Unnumbered” in Method of Acquiring IP
address (page 25), or if Easy Setup identified a PPPoE connection
during setup.
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IP Filter (Router Mode only)
Edit IP filters.

soup | momes s s con JRETSIITRN Lo Cony | A5 | damin Gon

Firewall | IP Filter VPN Pass Through

Log Output [JEnable

Add IP Address Based Filter

Operaton
Direction Internet—LAMN

IP Address sSource Aclclress:| — Destination;
O Al
Oicwp

Protocol O manual Protocol Number:l:l

TCP Port Manual Setting V|Sgecmcation method
FPort Number:| |

® TCPIUDP

IP Filter Information

Source Address
Destination Address

The IP Filter has not been configured yet

Operation Direction Protocol Count Customize

Logout
-

IP Filter Settings

Limits the type of packets allowed
to Rjass between the Internet and
LAN.

The maximum number of rules is
32

If the packet meets one of the
manitoring conditions (see below)
before 1t 1S routed, the specified
action will be taken. If multiple
conditions (see below) are met, the
appropriate action will be
performed once the packet mests
the condition.

Log Output

Checking this box will record [P
filtering information to a log. If
Operation is Accepted. log output
is disabled.

The default is Disabled.

Add/Edit IP Address Based
Filter

;I_'his area is for adding or editing a
Ine.

Operation

Select the action to be performed
on packets that.
meet filter criteria

Isgnured
Stop the packet and do not route
it

Rejected

Return the rejected packet to the
point of origin.

Accepted

Pass the packet through.

The default is [Ignored].

9 BUFFALO INC. All right

Parameter Meaning

Log Output If enabled, IP filter activity is saved to a log.

Operation Specify how to process target packets.

Direction Specify the transmission direction of target packets.

IP Address Specify the sender's IP address and receiver's IP address of the

target packets.
Protocol Select a protocol for target transmission packet.

IP Filter Information Display the list of IP filters which have been registered.
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VPN Pass Through (Router Mode only)
Configure IPv6 pass through, PPPoE pass through, and PPTP pass through.

seup | memes o |irsscon [JRETITRN Lo Cony | a5 | ain Gon

Firewall | IP Filter | VPN Pass Through

Logout
-
VPN Pass Through ¥ |
IPv6 Pass Through [JEnable gg?i%igg_\iF'N Pass Through
PPPOE Path Through 0
il ClEnable IPv6 Pass Through
PPTP Pass Through  []Enable Select whether to use IPvE Pass-
through for address translation.
Apply The default setting is disabled.

Note:

When this function is used on any
machine that suppors IPvE Pass-  w

(C)2000-2009 BUFFALO INC. All rights reserved.

Parameter Meaning
IPv6 Pass Through Enable to use IPv6 Pass Through for address translation.
PPPoE Pass Through Enable to use PPPoE bridge. Using PPPoE bridge lets you

automatically obtain an IP address from your provider using the
PPPoE protocol from your computer connected to the LAN side
because all PPPoE packets can pass through between the Internet
and LAN.

PPTP Pass Through Enable to use the PPTP Pass Through for address translation.
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LAN Config (QoS)

Port Forwarding (Router Mode only)

Configure port translation.

E ETTE a5 | hamincont

Port Forwarding DMZ| UPnP| QoS| Movie Engine |

Logout
-

Port Forwarding Settings

Add Port Forwardin
9 Although the AirStation performs

- Address Translation only for
Group Mew Group || Group Name: | communication which is started B
|AirStati0|fs Internet IP Address V| frorr?_thte_ L Sidi : certatin ke
Internet Side IP Address e readire that you alloy

| games, require that you allow
communications from the Internet
the Internet) side via (Static NAT).

Manual IPAcIcIress:|

Call dit the rules for communicatin
from outside the internal network to
QCicup the LAN side network device(Static
MAT) carefully. consulting your
Protocol OManual  Protocol Number:l:l internet game's documentation as
o necessal}z_ Up to 32 rules can be
TCP Port Manual Setup v|w registered.
@ TCPUDP
Fort Number:| |
LAN Side IP Address |1E|2. 168.11.2 | Add/Edit Port Forwarding
LAl S5 [P TCP/UDF Port You can add new[fort forwarding
information and edit existing
infarmation.
Group

‘You can give a name (group name)
to configured Static NATs and give

Port Forwarding Registration Information multiple Static NATs one name
Elnd manage them together.
Internet Side IP Address Protocol ; y giving names to groups, you
Group LAN Side IP Address LAN Side Port Customize gzga[rlfa?glbl_e] or [D|sablereach
Port Forwarding has not been set up yet To add a M rule to

existing group, select the group
from the drop-down box and

UFFALO INC. Al rig

Parameter Meaning

Group Specify a group name for a new rule to belong to. Select "New
Group" and enter the new group name in the Group Name
field to create a new group. A group name can include up to 16
alphanumeric letters.

Internet Side IP Address Enter the Internet side IP address (before translation) for the port
translation table entry.

Protocol Select the Internet side protocol (before translation) for the port
translation table entry.
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Parameter

Meaning

LAN Side IP Address

LAN Side Port

Port Forwarding Registration
Information

Enter the LAN side IP address (after translation) for the port
translation table entry.

Select the LAN side (after translation) port number (1 - 65535) for
the port translation table entry.

Shows current entries in the port translation table.
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DMZ (Router Mode only)

Configure a destination to transfer communication packets without a LAN side destination to.

m Internet/LAN | Wireless Config LAN Config m Admin Config

Port Forwarding | DMZ UPnP| QoS| Movie Engine |

IP Address of DMZ | |

Logout
-

DMZ Settings

IP Address of DMZ

(*) The IP Address of the client that is configuring this AirStation is[192.168.11.2] Specify the address of a LAN side
netwark device to which rejected
Apply communication packets are to be
transferred. When an P address is

entered for the DMZ, it becomes
Qo gle 10 d £ d

he device v

Parameter

Meaning

IP Address of DMZ

Enter the IP address of the destination to which packets which are
not routed by a port translation table are forwarded.

Note: RIP protocol packets (UDP port number 520) will not be
forwarded.
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UPnP (Router Mode only)
Configure UPnP (Universal Plug and Play).

m Internet’LAN | Wireless Config LAN Config m Admin Config

Port Forwarding | DMZ| UPnP  QoS| Movie Engine |

Logout

UPnP Settings
UPNP  [“|Enable

| I

Setting up the intemet gateway

function of UPnP: On a PC which
Apply supports UPnP (WindowsXP, etc ),
The AirStation is automatically
recognized on the LAN as an
internet gateway. Also, if a network
application which supports UPnP v

Parameter Meaning

UPnP Enable or disable Universal Plug and Play (UPnP) functionality.
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QoS (Router Mode only)

Configure the priority of packets sent to the Internet.

seup_| mmetLan |wreesscon ocerrs T

Port Forwarding | DMZ| UPnP| QoS Movie Engine |

QoS for transmission to the Internet jEnabIe

Upload bandwidth [1000 Kbps

Mo. Enable application name

protocol

Logout

Qo5 Setting

QoS is a technology to use the
bandwidth on the network more
effectively.

When two or more packets arrive
at the same time. the packet with
higher priority is processed first.
This can be used to give priority to

destination port riori
- priority communications that require real

1 O |VOIF' | |UDF' v| | | |high v| time processing. such as VOIP.
2 O |SSh | |TCF' v| |22 | |medium v| El?esr;gft"ﬁﬂsmiﬁiﬂﬂ to the i
3 O |te|net | |TCF' v| |23 | |medium v| lfacchfectléegéi;hg}irgair:lgﬁnﬁtriaoéitt%tt?]e
‘0 [ i — il When e, you i
s O | | [P & | | [ow Al s s crcbiag
50O | | [cP v | | llow Uplink Bandwidth
A= | [P & | | [ow ¥ e
s O | | [TcP ~] | | [low  ¥] $PES eal uplink bandwicth should

be entered.
o sty v

uplink bandwidth will be limited by

the line speed.

If a smaller bandwidth value is

entered. the maximum line speed

cannot be used. | As
>

9 BUFFALO INC. All right

Parameter

Meaning

QoS for transmission to the Internet

Upload bandwidth

Enable

application name

protocol

destination Port

Determine whether or not to prioritize packets sent to the Internet.
Check this box to enable QoS.

Specify the upstream bandwidth in kbps from the AirStation to the
internet side. Set the actual value for the upstream bandwidth.

Enable or disable this entry.

Enter an application name. Names may use up to 32 alpha
numerical characters, double or single tick marks ("), quotation
marks ("), and semicolons (;).

Select either TCP or UDP.

Specify a destination port with the value of 1 - 65535. If this field is
empty, a random port is selected.
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Parameter

Meaning

priority

Select high, medium or low. If packets do not qualify for classification
as a type on the list, then their priority is treated as a level between
medium and low.
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Movie Engine
Configure Movie Engine options.

= —— W | AN Config ﬁ__

Port Forwarding | DMZ| UPnP | QoS | Movie Engine

* This setting is enabled when the "Movie Engine® switch on the

main unit is set to "ON".
Wowie Engine switch status Ok

Packet Control Setting

IPvG Pass Through Use

Multicast Rate 11 Mbps  »

Snooping Function Use

300 Jseconds
Change Priority W {pririty) hd

Size Limit CLimit
TCP Rwin Size Limit

Maximum Rwin Size (55536 |oytes

Multicast Contral Aging Time

Wireless Priority Control Rules

Mo, MAC Address IP address Protocol Port Mumber  Priorty
Wireless priority control rules not registered.

[ Editing of Priority Control Rules ]

Transmission Rate Limit

Friority Transmission Rate Mumber of Retries
BackGround |Nn Limits v| |N0 Limits v|
BestEfiot | No Limits ¥ | Mo Limits |
Voice | M Lirnits v| |MaLimits v
Video | Mo Limits v| | Mo Limits |

Logout
el
Movie Engine i

Details the configuration options for
the Movie Engine feature.

When Movie Engine switch is ON
position, this router optimizes
packet transfer of video or audio
data.

This page configures video ar audia
data processing in specific when
Movie Engine switch is ON
position.

Movie Engine Status

Display the status (ON/OFF) of the
Movie Engine switch on the main
unit. The fovie engine feature is
enabled when the switch is ON.

Packet Control Setting

IPv6 Pass Through

Enable IPvE Pass Through when
the Mavie Engine switch is ON.
The router transfers IPvS packets
between the Internet and LAN.
The factory default setting is
Enabled].

This function is only enabled
when the AirStation is in Router
mode.

Multicast Rate

Configure Multicast Control when
the N’[f]wie Engine switch is ON.
The factory default setting is [11
hbps].

Multicast Control

Multicast contral setting when the
Mavie Engine switch is ON.

Snooping Function

Enahle the Multicast Snooping
function.

Checking Use when the Movie
Engine switch is QM will force
Multicast contral.

The factory default setting is [Use].

Aging Time

The Aging Time for Multicast

Snooping feature. This setting

range is 1-3600 seconds.

The factory default setting is [300 -

ed
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Parameter

Meaning

Movie Engine switch status
IPv6 Pass Through
Multicast Rate

Multicast Control

TCP Rwin Size Limit

Wireless Priority Control Rules

Transmission Rate Limit

Number of Retries

Display the status of the Movie Engine switch.
Set to enable the IPv6 Pass Through.

Select the rate of the Multicast Control.

Set the Multicast Control setting to on.

Configure TCP packets Rwin size limitation to pass AirStation’s
wireless LAN.

Display the list of rules controls the priority pass through of packets
in the AirStation wireless LAN.

Select the transmission limit to prevent transmission rate fall down.

Select limit number of retries.
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NAS

Disk management

View the status of and configure attached USB hard disks.

Disk Management Shared Folder| User Management| Shared Service |

Web Access | Media Server| BitTorrent]

USE Disk Information

Device Disk Assignment  Partition Information

Partition1
FAT

N - Format
BUFFALO ClipDrive — Mounted
Apply Usedigvailable(®) 16/ 506,864 (0%)

Qperate

Re-recognize USE devices ]

[ Refrash ] [

[Advanced Settings]

Automatic USE Disk Assignment Cuse
FAT format file name character code | North America (CP437) v |
Ouse

HOD power-saving function

HOD stnptimenﬂinutes

-2009 BUFFALD MG, All rights reserved.

Disk Management

Displays the status of attached
USE disks and allows you to
manage these disks. Information
for up to four connected USB disks
is displayed. Ifthe USE disks have
multiple partitions, then the
information for the first four
&?r‘[itions will be displayed.

indowes compatible primary
partitions and extended partitions
are recognized.
The possible operations are format
and remove USE disk.
Digléﬂle checking is executed with
a PC.

Caution

If several drives or one drive with
multiple partition is connected, the
drive might not be detected
properly. Please connect one drive
with single partition.

Device

The "rmanufacturer,” "product
name" and "unit name" of
recognized USE disks are
displayed.

Disk Assignment
When Automatic USE Disk

Parameter Meaning

Device Displays information for attached USB disks. Disks are removed

when [Remove] in the Device column is clicked.

Disk Assignment

and then click [Apply] to assign a disk number.

Partition Information

Re-recognize USB devices

Click this to re-scan for connected USB disks.

Displays the partition information for the selected USB disk. Click
[Format] to format the disk. Note: formatting a disk will erase all
information from it.

A disk number will be automatically assigned to the disk or you can
choose a number. Select a disk number, or select [Do not assign],
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Parameter

Meaning

Automatic USB Disk Assignment

FAT format file name character code
HDD power-saving function

HDD stop time

Check [Use] to automatically select an attached USB hard disk. The
entire drive will be used as the shared folder. To configure your disk
and share manually, uncheck [Use].

“Use"is selected by default.

Select the file name character code used for FAT formatting.
Set the HDD power saving function.

Select a time duration after which to stop the HDD.
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Shared Folder
Configure a USB hard disk for use with shared folders.

m InternetiLAN | Wireless Conﬁg LAN Config VG Admin Config

Disk Management| Shared Folder User Management| Shared Service |
Web Access| Media Server| BitTerrent]

Add new shared folder

Shared Falder Mame | || Enter manually) v |

Shared Folder Descriptian | |

Disk Select Disk Paition Area Format Used/fvailabled%)

Partition Area ® Disk1/Partition FAT 167 506,864 (0%)

Disclosed to OwiniMacosiSambay  [web Access [ Media Server [ BitTarrent
[ Limits v
Readtrite Read-only Mo access

User-C

Access Limits BEE:E\ guest

YWeh ACCess

[¥lAccess Limits

Shared Folder Registration Information

Mo, Shared Folder Marme Shared Folder Information

Disk Pattition Area Disk1iPatitian1
Shared Folder Description  hMusic Folder
WinitacOS(Samba)

Access Limits Limits
1 husic Readiifrite
BUFFALO User-A User-B Lser-C
Read-only
guest
Arcess Limits

Disclosed to

Weh Access

Operation

Logout
~

Shared Folder Management
Settings

Shared Folder Name

Folder names displayed when
sharing folders. Up to 18 8-bit
characters can be input.
Characters from various
countries and the symbols "-"
and "_" can be used in addition

to B-bit alphanumeric

characters. Numbers and

symbols cannat be input as the
first character. The maximum =
number of characters that can

be input is limited to the

maximum bytes that can be
accepted under UTF-5

encoding.

MNumbers and syrbols cannot

be uzed as the first character,
YWarning:

Please do not change the name

of an existing shared folder. The
existing folder name will change

to the new name, however, the
original falder name will remain

as a non-shared folder.

If characters from several

languages are used, they may
hecome carrupt when changing
language settings.

Upto 16 shared folder names

can be registered.

fou may select a folder that
can be registered as a shared
falder on the USE disk from the
drop-down list. When [root
foldet] is selected, the whole
USE disk will be configured as
a shared folder and wiﬁ be
named as follows: diskix_ptY
(#:disk number, Y partition
nurber). This shared folder
name cannot be changed.
The default setting is [gEnter
manually].

Shared Folder Description
Faolder description displayed s}
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Parameter

Meaning

Shared Folder Name*

Shared Folder Description*®

Disk Partition Area*

Disclosed to*

Access Limits

Web Access

Shared Folder Registration
Information*

Enter a name for the shared folder. Up to 18 alphanumeric
characters, space, hyphens (-), and underscores (_) may be used.

Enter a description of the shared folder (optional). Up to 75
alphanumeric characters, space, hyphens (-), and underscores (_)
may be used.

Displays the partition area, format type, and the capacity of the USB
disk.

Check the functionality that you want to support. Win/Mac OS
(Samba NAS), Web Access, Media Server, and/or BitTorrent may be
checked. Only one folder may be chosen for either Media Server or
BitTorrent functionality.

If access limits are enabled, use the arrows to move highlighted
users between the columns for [Read/Write], [Read-only] or [No
access] privileges.

You may also select to enforce access limits on users accessing
through Web Access by checking the Access Limits checkbox.
Users will have the same access levels as assigned above. If Access
Limits is not checked, then all users accessing the shared folder via
Web Access will have [Read only] access..

Displays information about the shared folder.

*These parameters are displayed when [Automatic USB Disk Assignment] (page 68) is not set to “Use”:

The following settings are used for “Shared Folder” when “Disk Management” is activated.

« All folders: “Access Limits” settings in effect.
« Shared Folder/ Web Access: All folders are shared.
- Media Server/BitTorrent: The first folder is shared.
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User Management

This screen lets you add users to the access list with the ability to access shared folders.

Seup | memes i s Con|_Sacrty_| Lo Cony [RUCCRN hamin Gon

Disk Management| Shared Folder| User Management Shared Service

Web Access| Media Server| BitTorrent|

Add User

User Name | |

[ leontmaton

Password

Logout
-

User Management

User Name

Set the user names that will have
access to shared folders. From 1
to 20 8-hit alphanumeric
characters, ", "_"and "." can be
used. Symbols cannot be used as
the first character.

The maximum number of users

User Description |

that can be registered is 16.

Current Users

Mo. User Name User Description

- guest Built-in account for guest access to the system  —
1 John office

2 Mike home

3 Robin guestroom

Password

Set the password necessary to =
access shared folders. From 1to

20 8-bit alphanumeric characters,
""and "_" can be used. "-" cannot

be used as the first character. For
Windows 98SE. 98 and 95, up to

14 8-hit alphanumeric characters

Operation can be used. For Mac OS, up to
eight 8-bit alphanumeric characters
chan bi usz[ajdf. ;I;lhere isllabpoasibility

- that shared folders will become
inaccessible.

User Description
Set user description. Up to 75 8-hit

characters can be input.

Characters from various countries.
8-bit spaces. and the symbals "
and "_" can be used in addition to
8-bit alphanumeric characters. The
maximum number of characters
that can be input is limited to the
Ay nye 4 dll e

Parameter Meaning

User Name Enter the name of a user to be given access to the shared folder.
Up to 20 alphanumeric characters, space, hyphens (-), and
underscores (_) may be used for each user. Up to 16 users may be
entered.

Password Enter the user’s password. Use of the same password that

User Description

Current Users

they use to log into their computer is recommended. Up to 20
alphanumeric characters, space, hyphens (-), and underscores

(L) may be used. For Windows 98SE/98/95 users, up to 14
alphanumeric characters may be used. Mac OS users may use up
to 8 alphanumeric characters. If you enter a longer password than
your users can use, then they will not be able to access the share.

Describe the user (optional). Up to 75 alphanumeric characters,
space, hyphens (-), and underscores (_) may be used.

Lists current users, including “guest”. “guest” is a built-in account
that cannot be changed or deleted.
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Shared Service

Assign AirStation and workgroup names to access shared folders.

m Internet/LAN (Wireless Config LAN Config [ I:t:=38 Admin Config

Disk Management| Shared Folder| User Management| Shared Service
Web Access | Media Server| BitTorrent] Lagout
s
Shared Services i
Shared Folder ¥ Enahle Shared Folder
This option allowes you to make a
AirStation Name |APO01D733CE118 | USE disk available on your local
network. The default setting is
AjrStation Description | | Enabled.
ki if to shared
Workgroup Mame WORKGROUP ooy SPLTNY access 1o share
Exams}le
Windows Client Language |Nnrth America (CP437) V| W92 168.11.1
IP address of the AirStation)
Ao A PO OONG
{(AirStation name in 15 characters
or less)
AirStation Name
. Sets the AirStation name. Same
[Shared Service] as [Admin Canfig —é’Name] -
. LAlrStatlun Mame). Becomes a
Shared Service Enahbled ost name that can be used as a
shared senice. Because host
names are limited to 15 v

(CH2000-2009 BUFFALC IMC. All fights ri

Parameter Meaning
Shared Folder Enable to make a USB disk available on your local network.
AirStation name Rename your AirStation if desired. Up to 15 alphanumeric

characters, space, and hyphens (-), may be used. The AirStation
name is also used as the host name that will be used with the
shared service. The shared service may not be available you use
over 15 alphanumeric characters in your AirStation’s name.

AirStation Description Describe the AirStation (optional). Up to 48 alphanumeric
characters, space, hyphens (-), and underscores (_) may be used.

Workgroup name Enter your workgroup name. Up to 15 alphanumeric characters,
space, hyphens (-), underscores (_) and period (.) may be used.

Windows Client Language Select the language to be used by the Windows client.
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Parameter

Meaning

Shared Service

Displays the status of the USB disk that is to be used with the
shared service.
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Web Access

The screen to set to use the Web Access function.

_i'l'- n atll AN Wireless O 0 B L \J A M 0 * NAS I‘i‘l""lli‘l""tll'liI!"l'ii".
Disk Management| Shared Folder| User Management| Shared Service |
Web Access Media Server| BitTorrent] Logout
~
Web Access i
Web Access Enable ‘;‘#eh ;:ct:ass ot
et whether or not to use the We
YWel Access Display Language | English Access function. The default
piay guad setting is enabled. If set to
HTTPS/55L Encryption [CJEnable disabled, then shared folders are _
naot made public.
WyEh Access External Port |:| Web Access Display Language
PR RIS Set the language used to disEIay
|Use BuffaloNAS. com registration function b Ehe?a\’;\fte%?.CECnegS”%rEL.'PCt'DnS' The
DMS Service Host Mame BuffaloMAS.com name | buffalo_name

HTTPS/SSL Encryption

Set whether or not to use SSL
encryption for safer transfers (Uses

Apply https instead of http). The default

setting is "Mot used.”

BuffaloNAS com key  |buffalo_key

Web Access External Port

Configure the external port for the
[Web Access Status] Web Access interface. The default
ggtﬂtiﬂng is [Auto] and the value is

YWeh Access Enabled
External Port Status Registered Auto
BuffaloMAS .com Registered Canfigure port number far YWeb

Access automatically. Under
Router Mode ON, this port is used
grifitkl cids fro = ==t

O0-2008 BUFFALO IMC, All rights

Parameter Meaning

Web Access Check [Enable] to use Web Access.

Web Access Display Language Set the language to be used with Web Access.

HTTPS/SSL Encryption Check [Enable] to use SSL encryption for protected data transfer.
Web Access External Port Automatically sets the external port used for Web access. To select

the port manually, select [Manual].

DNS Service Host Name Sets the DNS Service Host Name when the Web access function
is activated. Select [Use BuffaloNAS.com registration function]
to use the Web access function easily. You'll have to configure
a [BuffaloNAS.com name] and [BuffaloNAS.com key] to use
BuffaloNAS.com. Up to 3-20 alphanumeric characters, space,
hyphens (-), underscores (_) and period (.), may be used in the
BuffaloNAS.com name. Up to 3-20 alphanumeric characters, space,
hyphens (-), underscores (_) and period (.), may be used in the
BuffaloNAS.com key.
Note:  The registered name is deleted from the server if the AirStation is
disconnected from power, even for a moment.
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Parameter

Meaning

Web Access

External Port Status

BuffaloNAS.com

Displays the status of web access.
Display the status of the external port.

Display the status of BuffaloNAS.com.
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Media Server

Media Server settings.

InternetiLAN (Wireless Config LAN Config :t=38 Admin Config
Disk Management| Shared Folder| User Management| Shared Service |

Web Access | Media Server BitTorrent

Media Server Enakble

Media Server

Media Server

Selects whether or not to use the
Media Server function. The default
i= disabled.

[Status]

Status Enabled

[ Refresh l [ Update Database

[Status]

Status

Displays the Media Server status.
If this cannot be used, check the
status of the USE disk.

Logout
M

Parameter

Meaning

Media Server

Status

Enable to use the media server.

Displays the status of the media server.
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BitTorrent
Configure the BitTorrent client.

P T T D I
| Setup | internedt AN [Wireless Connig| Security | EAR Config By Wm
Disk Management| Shared Folder| User Management| Shared Service |
Web Access | Media Server| BitTorrent Logout

BitTorrent

BitTorrent Function

Allowes you to enablefdisable the
to v BitTorrent function. The default

External Port Mumber setting is disabled.
Fort Murmber You can get downloaded BitTorrent
files via shared folder or ¥WWeb

Access function. Please configure
the folder setting from "Disclosed
to" of "Shared Folder" page. =
. Downloaded files are stored in
[Advanced Settings] hittorrent folder on the USE disk.
Autornatic USE Disk Assignment

v is set to [Use]:
e disk']_pthhitt]mrem
BEandwidth Festriction MWaxirnurm Download Speed | 1000 KBS Autornatic USE Disk Assignment
} is set to [Do not use] : shared
Maxmurn Wpload Speed KBS folder name/bittorrent
BitTorrent function makes
il throughput or setting page
responge be slow. In this case
formatting USE disk by XF3S

[ Download Manager l [ Delete BitTarrent information ] improves this symptom.

BitTarrent Function Enable

External Port Number
Specan the external port number

_ for BitTorrent. The default is [Aota]
[BitTorrent Status] and the value is [9002].
BitTorrent Status Enable Auto

- - Set up the port nurnber for
BitTarrent External Port Status  Redistered BitTofrent sutamatically, Under

Router Made O, this portis used
far WAk side transfer setting.

009 BUFFALC

Parameter Meaning

BitTorrent Function Enable to use the BitTorrent client. If the BitTorrent client is
enabled, overall communication performance may decrease
and the reactions to setting screens slow down. If that happens,
reformat the USB disk with XFS. This may reverse the performance
slowdown.

External Port Number Select the external port number.
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Parameter

Meaning

Bandwidth Restriction

[Download Manager]

[Delete BitTorrent information]

BitTorrent Status

BitTorrent External Port Status

Set a bandwidth limit for BitTorrent.

Displays the BitTorrent download manager screen. Add a torrent
and then click [Add] to download the file(s).

Deletes all files, including the torrent files and files which are
currently downloading. The downloaded file is not deleted.

Display the status of the BitTorrent client.

Display the external port status of the BitTorrent client.

Access here to download the latest BitTorrent client for PC.

http://www.bittorrent.com/
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Admin Config

Name

Configure basic AirStation’s settings.

Name Password| Time/Date| NTP| ECO| Access| Log| Save/Restore |

Initialize/Restart| Update |

AirStation Name |AF'1234560003EIQ

List Network Services Enable

Logout
-

AirStation Name

AirStation Name

This can be used to assign a
specific descriptive name for the
AirStation.

The AirStation name may be up to

64 alphanumeric characters in

length, and '-" are allowed. but a *-'
may not be the first or last

character in the name. By default b

Parameter

Meaning

AirStation Name

List Network Services

Enter a name for the AirStation. Names may include up to 64
alphanumeric characters and hyphens (-).

Enable or disable this item to display the computers and devices on
your network with their supported services.
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Password

Configure the password to log in to the AirStation’s configuration screen.

Name | Password Time/Date | NTP| ECO| Access| Log| Save/Restore |

Initialize/Restart| Update | Logout
-
AirStation Administrator ¥
- Password
Administrator Name root (fixed) B
Pt B d ssessee Administrator name
ministrator Passwor L
This is the user name used to log
sevessee (e into the AirStation’s configuration
screens. It cannot be changed
Apply from ‘root’.

Administrator password

Parameter Meaning

Administrator Name The Administrator name is used to log in to the AirStation’s
configuration utility. This name is fixed as “root".

Administrator Password The password is required to log in. It may contain up to 8
alphanumeric characters and underscores (_).
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Time/Date

Configure the AirStation’s internal clock.

m Internet/LAN | Wireless Conﬁg LAN Config m Admin Config

Name | Password | Time/Date NTP| ECO| Access| Log| Save/Restore |

Initialize/Restart] Update |

The NTFP function may have changed some values.

Lacal Date 2008 lear|t pay
Local Time |D |HDUI’|? |Se[;gnd5
Time Zone | (GMT+H0:00)Greenwich Mean Time, London hd

Time/Date

DST{Daylight Saving Time) |EU type 1 For GMT +H00:00(From last Sunday in Mar to last Sunday in Oct) »

Logout
-

Set the AirStation's internal clock.  —
Set the internal clock manually.

Note:

The AirStation's internal clock is
resetto its default setting
whenever power is lost hecause it
doesn't have a battery.

However, the AirStation may be
canfigured to adjust its clock

[ Apply ] [ Refresh ] [ Get Current Time from your PC ] E;'tcoomnﬁgccﬁwg%v%nawﬁ-ﬁg rSeebn?grt.ed

You may alzo reset its time

manually.
Parameter Meaning
Local Date You may manually set the date of the AirStation’s internal clock.
Local Time You may manually set the time of the AirStation’s internal clock.
Time Zone Specify the time zone (offset of Greenwich Mean Time) of the

DST(Daylight Saving Time)

AirStation's internal clock.

You may configure the AirStation to use DST(Daylight Saving Time).
Select appropriate time according to your local time, and it
changes time when DST starts it and also returns it automatically

when DST finishes .
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NTP

Configure an NTP server to automatically synchronise the AirStation’s internal clock.

Name | Password | Time/Date | NTP ECO| Access| Log| Save/Restore |
Initialize/Restart| Update | Logout
-~

NTP 9

NTP Functionali Enabl
Bl YIEnabie If an MTF server is configured, the

i i ; AirStation will access the specified
NTP Server |t|me.n|st.gm NlTF'kserver afnd adj_uﬁt iﬁs ﬁ_tl%nal L
clock to conform with the
Update Interval hUUTS server's time. NTP is an acronﬁm
of Metwork Time Protocol. An NTP
Apply server distributes accurate time to
network devices.

NTP Functionality

Check [Enable] to use an NTP
Server. ) v

Parameter Meaning
NTP Functionality Enable to use an NTP server. The default is Enabled.
NTP Server Enter the name of the NTP server as a host name, host name with

domain name, or IP address. Up to 255 alphanumeric characters,
hyphens (-), and underscores (_) may be used. The default is [time.
nist.gov].

Update Interval How often will the AirStation check the NTP server for the correct
time? Intervals of 1 - 24 hours may be set. The default is 24 hours.
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ECO

Configure Eco mode from this screen.

| Setup | InfernetLAN | Wireless Config| Security | EANConng | TAS Rty Diagnos

Name | Password | Time/Date | NTP| ECO Access| Log| Save/Restore |

Initialize/Restart| Update | Logout
Y
ECO i
Schedule feature Enable
U Confiqure ECO Mode. Enabling
ECO Mode will put it in energy
Apply save operation according to
Weekly schedule.
Schedule feature
Selecting "Enable” will enable
ECO Mode and change the
Weekly schedule operation made according to
Weekly schedule.
o0 |pz loa fos Jos [0 |1z |14 |18 p1is |20 |22 The default value is "Enable”.

5un Note:

[ileTa] & The Operational Mode is
changed even during

Tue communicating at the time set
in the weekly schedule. Please

Wed note that communication may
he disconnected in such a

Thu case.

) » AOQSS does notwork during

Fri ECC mode ifthe Operational
Mode is not"narmal.

Sat = Pressing and holding AQSS
button on the main unitwhile L
the Operational Mode is not

Marmal [l Sleep Uszer Defing Marmal can temporarily recover
it to "Marmal".
Operational Mode | Narmal hd
Starttime e Weekly schedule
Register schedule  Endtime 030 @ Register Weekly schedule. If you
want to change the Operational
The day ofweek  Sun  Mon  Tue Med Thu Fri  Sat Wode you have r;glfst_ered,
overwrite & period of tirme you want
oo o o 0 0O O to change in the new Operational
Mode.
Register schedule
Operational Mode
Select the Operational Mode.
. B The defaultwalue is "M I".
User Define Mode Settings ® Befaultvalle 5 Thorma
Normal
LED O A4 Does not perform energy saving
) ] . operation.
User Defing Mode  Wired LAN ECO (Slow operation) V|
P Sleep
Wirsless LAN | OFf 3 Perform fllowing the energy
saving operation.
Anpl * Turn off LED
* Btop wired LAM
* Stop wireless LAN =

(9 BLIFFALG
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Parameter

Meaning

Schedule feature

Weekly schedule

Register schedule

User Define Mode

Enable to schedule Eco Mode. If Eco mode is enabled, AOSS will

function only when the AirStation is in Normal operating mode.

Graphically displays the configured schedule.

Configure operational mode for time periods in the weekly
schedule. If User Define mode is chosen, configure it below.

Individual power saving elements may be configured for User
Define mode.
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Access

Restrict access to the AirStation’s settings screens.

| Seup | mmesan | issCont|_Secry | Lo Con | a5 [T

Name | Password | Time/Date | NTP| ECO | Access Log| Save/Restore

Initialize/Restart| Update |

Log Output [JEnable

Logout
-

Management Access

“ou may prohibit management of
the AirStation in specific
circumstances. Enabling any of

Enable Management Access Number of Packets these limitations will prevent L
o . ) changes being made to the
[F Frohibit configuration from wireless LAN ] AirStation’s settings from PCs that
meet the listed limitation criteria.
[F Frohibit configuration from wired LAR 0 Mote that checking all of these
boxes at once wilfqmake it very

Internet Side Remote Access Setting

Enable Management Access

[F Fermit configuration from wired Internet

difficult to make future changes to
the AirStation’'s settings.

Log OQutput

Checking this box will record
"Management Access” information
to a log. Logging is disabled by
default.

Parameter

Meaning

Log Output

Prohibit configuration from wireless
LAN

Prohibit configuration from wired
LAN

Permit configuration from wired
Internet

Permitted IP address

Permitted Port

Enabling outputs a log of changes to access settings.

If enabled, prevents access to settings screens from wirelessly
connected devices (only wired devices may configure).

If enabled, prevents access to settings screens from wired devices
(only wirelessly connected devices may configure).

If enabled, allows access to settings screens from network devices
on the WAN (Internet) side.

Displayed only if Internet side configuration is enabled. Enter the
IP address of a device that is permitted to configure the AirStation
remotely from the WAN (Internet) side.

Displayed only if Internet side configuration is enabled. Set a port
number (1 - 65535) to configure the AirStation from the WAN
(Internet) side.
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Log

Transfer the AirStation’s logs to a syslog server.

Name | Password | Time/Date | NTP| ECO| Access| Log Save/Restore |
Initialize/Restart| Update | Logout
-~

Syslog Setup

Log Transfer Enahbl
: [lEnabie Syslog transfers the AirStation's

Syslog Server | | log information to a syslog server.

[¥] Address Translation IP Filter Log Transfer W

; ; Checking [Enable] will instruct the

v v ! ! ]

F|rewal.l [¥IPPPOE Client AirStation to tansmit log

Dynamic DNS DHCP Client infarmation to a deslog sernver. The
Transfer Logs  [#] DHCF Server [¥lanss default is disabled.

[l wireless Client [¥] Authentication Syslog Server

Setting Changes System Boot Specify the name of your Syslog

NTP Client [#] wired Link Server by host name. host name

with domain or [P Address.
Alphanumeric characters, hyphen
[Apply] [ Select All ] [ Clear All ] “"and dot " may be used.

The Syslog Server Mame can't
start or end with a hyphen ™' or dot

Logs

Parameter Meaning
Log Transfer Enable to send logs to a syslog server.
Syslog Server Identify the syslog server by host name, host name with domain

name, or IP address. You may enter up to 255 alphanumeric
characters, hyphens (-), and underscores (_).

Transfer Logs Choose which logs will be transferred to the syslog server.
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Save/Restore

Save AirStation settings as a file, and restore from them later.

s | inmesan | ilss Con_Sacurty | LiGonty | o [N

Name | Password | Time/Date | NTP| ECO| Access | Log| Save/Restore

Initialize/Restart] Update |

) Save
Save current settings -

[ Encryptthe configuration file with a password

Restore Configuration from Backup File

[ To restore from the file you need the password

09 BUFFALO INC_All righ

Logout
-
Save/Restore AirStation ¥
Settings

Save Current Settings

COnce you've got your AirStation
set up the way you want it. you
may save the current configuration
of the AirStation to a file on the PC
that you're using for configuration.

Note:

The AirStation will not be able to
restore configurations from the
save file in the following
circumstances:

» [fyou password-protect the
backup and then don't enter

Parameter

Meaning

Save current settings

Restore Configuration from Backup

File

Clicking "Save" will save the current configuration of the AirStation
to afile. If the “Encrypt the configuration file with a password"” option

is checked, then the configuration file will be password protected

with the current Administrator Password.

Restore the configuration of the AirStation from a saved
configuration file by clicking the "Browse..." button, navigating to

the configuration file, and then clicking Restore. If the configuration

file was password protected, then put a check next to "To restore
from the file you need the password", enter the password, and click

“Open”.
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Initialize/Restart

Initialize or restart the AirStation.

Name | Password | Time/Date | NTP| ECO| Access| Log| Save/Restore |
Initialize/Restart Update Logout
-~

Initialize/Restart
This reboots your AirStation.

This reboots your AirStation.

Settings affected:

This will restore your AirStation to the factory default settings. dR:fgﬁ?{Prﬁ:m resetthe clockto

= Initialize Now

Initialize

This will restore your AirStation to
the factory default settings.

Parameter Meaning
Restart Click "Restart Now" to restart the AirStation.
Initialize Click "Initialize Now" to initialize and restart the AirStation.
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Update

Update the AirStation’s firmware.

m Internet/LAN |Wireless Conﬁ LAN Config Admin Config

Name | Password | Time/Date | NTP | ECO| Access| Log| Save/Restore |

Initialize/Restart | Update

Firrmware

. WIZR-HP-G300RMH Yer.1.71
WErsion

Update Method () Specify Local File

Logout
Ea
Firmware Update b

Update the AirStation's firmware.

Current Firmware

O Automatic Update(On Line Yersion Up) Displays the firrmware version of
: the AirStation.
Firmware | |[ Browse. ]
File Mame Update Method
Please select firrmware update
Update Firmware ] method.
Using 3G Modem card to update by online and download firmware Specify Local File

Update the firmwrare with a file

update program makes a lot of fees for packet transfer depending on stored on the local PG

your subscription plan.

We recommend other internet connection rather than 3G Modem card Automatic Update (On Line

connection for firmware downloading.

Version Up)
Connectto On Line Wersion Up
site via Internet to update

*Get updated firmware files from our website: firrmware.

Download Service

Firmware file name
lJse the browse button to find the b

Parameter

Meaning

Firmware Version

Update method

Firmware File Name

Displays the current firmware version of the AirStation.

Specify Local File
Updates the firmware stored on your computer.

Automatic Update (On Line Version Up)
Automatically updates the latest firmware that is available online.

Click "Browse..." to specify a firmware file and click "Update
Firmware." You don't need to specify the firmare lodcation if
selecting "Automatic Update”.
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Diagnostic

System Info

View system information for the AirStation.

m Internet/LAN | Wireless Config LAN Config m LGlaRel. il Diagnostic

system Info Logs| Packet Info| Client Monitor| Ping |

Model WZR-HP-G300NH

AP1234560003B89
Router Mode ON
Router Mode ON

AirStation Name
Mode Switch Status
Operational Mode
Movie Engine Status OFF

Method of Acquiring
IP Address

Auto Detect Mode - DHCP

>

Connection Status
QOperation

IP Address
FPPP Server IP
DMSA{Primary)

DMNS2{Secondary)
(T3] WTU Size

Communicating

Release Renew

2221410085
222471203
210.196.3.183 (Auto)
210.141.112.163 (Auto)
1454

Wired Link
MAC Address
IP Address

Subnet Mask
DHCP Server

1000Base-TX (Full-duplex)
12:34:56:00:03:B9

MAC Address 12:34:56:00:03:B9
Wireless Status Enabled
581D 123456000389
Authentication WPA-PSK
Encryption AES

e D), BroadcastSSID Enable
Privacy Separator Disable
Wireless Channel 2 (Auto)
300Mbps Mode 20 MHz
MAC Address 12:34:56:00:03:B9
USB disk Mot connected

Logout
-

System Information

Display the AirStation’s main
settings.

Model

Displays the model name and

firmware version of the AirStation.
AirStation Name

Displays the AirStation’s host

narme. -

Status of the hardware mode
switch

Displays the status of the
ROUTER switch.

Operational Mode

Displays the current mode of
operation.

Movie Engine Status

Displays the status of the Maovie
Engine switch.

Internet
AirStation’s Internet port side
information.

Method of Acquiring IP Address
Acquiring a Internet IP address.

Name of the Connection

The name of the PPPoE
connection specified in the
configuration.

Connection Status

Displays the current Internet side
status.

Operational Mode

The Operational Mode will show if
any DHCF or PPPoE configuration
is active. If DHCP is in use, the
following commands can be
executed.

# [Release]: Releasesthe P
address assigned by the
DHCP Server.

» [Renew] : Renews the IP
address from the DHCP
Server.

The following commands can be
executed when using PPPoE. v
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Parameter

Meaning

Model

AirStation Name

Mode Switch Status

Operational Mode
Movie Engine Status
Internet

LAN

Wireless

NAS

Displays the product name of the AirStation and the firmware
version.

Displays the AirStation Name.

Displays the status of the mode switch on the back of the
AirStation.

Displays the current operational mode of the AirStation.
Displays the current Movie Engine Status.

Displays the information about the Internet port.
Displays the information about the LAN port.

Displays the wireless status.

Displays the information about USB disk.
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Logs

The AirStation’s logs are recorded here.

System Info | Logs Packet Info| Client Monitor| Ping |

Logout
- -
| Logs il
[¥] Address Translation 1P Filter . . . .
) ) Display log information recorded in
Firewall PPPGE Client the AifStation.
[¥] Dynamic DN [VIDHCP Client The oldest information is
; ; — overwritten by new logs.
Display log info  [¥]DHCP Server [Faoss
[l wireless Client Authentication Display log info
Setting Changes Systern Boot Select the types of information that
g. 4 . Y ) should be logged by the AirStation.
NTP Client Wired Link The default is"All. The following
items can be selected:
[ Display | [ Select All | [ Clear All | o QrTEEE T e

# [P Filter

Logs « Firewall(ncludes discarded IP
Masquerade packets)

[ sawetofielogilelog |  PPPOE Client{Internet side)

Date Time Type Log Content « Dynamic DNS(Internet side)

#« [DHCP Client (Internet side)
2009/06M0 05:34:05 AUTH wil0: AUTH: WPAWPAZ - Group Key handshake successful: 00:1d:73:92:0f.8:  DHCP Server(LAN side}
2009/06M0 05:34:05 AUTH ath0: STA 00:1d:73:92:0f.82 WPA: group key handshake completed (WPA) s ADSS
2009/06M0 05:34:05 AUTH wl0: AUTH: Updating group key » Wireless Client(Start/'stop and

. . client connection)
MAT t_ppt] 3.0 loaded
ip_nat_pptp version oade « Authentication

MAT ip_conntrack_pptp version 3.1 loaded e Setting Changes

MNAT ip_conntrack_pptp version 3.1 unloaded « System Boot -

MAT ip_nat_pptp version 3.0 unloaded = NTP Client
2009/06/10 04:35: DHCPS max_leases value (256) not sane, setting to 64 instead * Wired Link (Internet/LAN}
2009/06/M10 04:35:49 DHCPS udhcpd (v0.9.9-pre) started Chart of TYPE names
2009/06/10 04:35:46 DHCPC Info : LEASETIME(26400) , RENEWALTIME(423200) , REBINDTIME(75600) LIELLRY EE
2009/06/10 04:35:46 DHCPC Info : DHCPSNAME = fadressiianstaton NAY
B P e . = g g—— IF Filter FILTER
2009/06/10 04:35:46 DHCPC Info : DHCPSHADDR = 00:1B:C0:35:7B:0B e FIREWALL
2009/06/10 04:35:46 DHCPC Info : DHCPCHADDR = 12:34:56:00:03:89 FPPGE Client PPFOE
2009/06/10 04:35:46 DHCPC Info: DHCPSIADDR = 0.0.0.0 Dynamic DMS DDNS
2009/06/10 04:35:46 DHCPC Info: DHCPGIADDR = 0.0.0.0 DHCP Client DHCPC
2009/06/10 04:35:46 DHCPC Infa: DHCPSID = 192.168.1.2 DHCP Server DHCPS
2009/06/10 04:35:46 DHCPC Info : DMNS[2] = 192.168.1.10 AC_)SS - pEEE
IO en Anar s Wireless Client WIRELESS
2009/06/10 04:35:46 DHCPC Info: DMNS[1]=192.168.1.8 o |Authentication AUTH

r | 3 - Setting Changes CONFIGURE v

Parameter Meaning
Display log info Choose the types of logs to display.
Logs Displays the log information recorded in the AirStation.

WZR-HP-G300NH User Manual



Chapter 4 Configuration

Packet Info

Viewpacket transfer information.

m Internet/LAN | Wireless Config LAN Config m Admin Config EsET] 1=

System Info | Logs | Packet Info Client Monitor | Ping |

Logout
- -
| Packet Traffic Information il
Sent Received
Interface The total numbers of packets sent
Mormal ~ Errors = MNormal  Errors and received by the AirStation. as
Wired LAN 40512 0 20962 0 well as the errors sending and
receiving, are displayed.
Wired Internet 27968 0 LET [T P 0
Wireless LAN (802.11n/g/b) 9738 0 8457 0 THATEE (EHTT -
Displayed packet information is
renewed with current information
= when this button is clicked.

Parameter Meaning

Sent Displays the number of packets sent to the Internet side of
Ethernet, the LAN side of the Ethernet, and the LAN side of the
wireless connection.

Received Displays the number of packets received from the Internet side
of Ethernet, the LAN side of the Ethernet, and the LAN side of the
wireless connection.
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Client Monitor

This screen shows devices that are connected to the AirStation.

m Internet/LAN | Wireless Config LAN Config m LG InTReG P Diagnostic

system Info | Logs | Packet Info | Client Monitor Ping |

Logout
Client Monitor |
Lease IP Communication Wireless
MAC AQdress  pgdress Hostname yethog Authentication g0211n Displays the LAN side clients
) i PCs) that are accessing the
00:1D:73:92:0F:82 192.168.11.2 W-207-J Wireless Autharized Enable irStation.
The following information is
displayed:

MAC address
Shows client's MAC address.

Parameter Meaning

Client Monitor Displays information ( MAC address, lease IP address, host name,
communication method, wireless authentication and 802.11n) for
devices that are connected to the AirStation.
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Ping

A Ping test checks whether the AirStation can communicate with a specific network device.

m Internet/LAN | Wireless Config LAN Config m AL IgRet sl Diagnostic

System Info | Logs | Packet Info| Client Monitor| Ping

Logout
Ping

Destination Address |

APing test can be performed from
the AirStation. With a ping test.

you can determine whether the

AirStation can communicate with a
Result specific network device.
Destination Address

Enter the network IP address that

Destination 192.163.11.3

G4 bytes from 192.1658.11.3: icmp_seqg=0 =128 time=1.4 ms you want to ping; e.g.
Result 64 bytes from 192.168.11.3: icmp_seq=1 =123 time=3.0 ms 192.168.11.3 or
64 bytes from 192.168.11.3: icmp_seq=2 t1=128 time=0.9 ms www_buffalotech com.
Execute

Click [Execute] to ping the
selected IP address.

Result

The results of the ping tests are
displayed here. If responses return
from the ping, then the
communication with the target IP
address was successful. Timeouts
or errors indicate a problem.

Parameter Meaning

Destination Address Enter an IP address or a host name of the device for which you
try to verify the connection, and click "Execute". The result will be
displayed in the “Result” field.
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Chapter 5
Connect to a Wireless Network

Automatic Secure Setup (AOSS/WPS)

AOSS and WPS are systems which let you automatically configure wireless LAN settings. Just
pressing the buttons will connect wireless devices and complete security settings. Easily connect to
wireless devices, computers, or game machines which support AOSS or WPS.

( \i\)))) AOSS (AirStation One-Touch Secure System) was developed by Buffalo Technology. WPS
aoss’ was created by the Wi-Fi Alliance.

Modem AirStation PC or

Game console
(AOSS Devices)

« Before using AOSS/WPS to connect to a Buffalo wireless client, install Client Manager software from
the included AirNavigator CD. Consult your wireless client’s documentation for more information.

« Buffalo’s Client Manager software can be used with the wireless LAN devices builtinto your computer.
However, it is not guaranteed to work with all wireless LAN devices available. Some wireless clients
may require manual setup.
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Windows 7/Vista (Client Manager V)

If you are using Windows7/Vista, use the included Client Manager V software to connect wirelessly
with AOSS/WPS.

1 Click the icon Th in the system tray.

2 BUEEALD Click “Create Profile”.

Client Manager ¥ Ver 1.3.7

BLUFFALD
Illll.lllll |_ | - I._. L.

Profile [ {Disconnected) - ]

Transmission Speed  ---
Create Profile

Signal Strength TX
Advanced

3 When the message "A Program needs your permission to continue" appears, click “Yes” or
“Continue”.

4 ==l Click the “WPS AOSS” button.
U m Create profile

Perform setup of wireless connection to the AirStation

‘Wireless Adapter [BUFFALO WLI-UC-G300M -

Selectthe Setup Method

Autarmatic Secure Setup

Perfarm connection and security configuration automatically

Advanced Setup

Select a Network Mame (SSI0Y) or enter the 5510,
then connect manually.
Otherwise connect with WPS-PIN method.

Option (Expert onky) clientmanagery ver.1.37 FIUFEALO

Follow any instructions displayed on the screen. When the Security LED on the front of the AirStation
stops flashing and is lit steadily, the connection is complete.
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Windows XP (Client Manager 3)

If you are using Windows XP, use Client Manager 3 to connect wirelessly with AOSS/WPS.

1 Right click on the icon "?Tdisplayed in the system tray, and select “Profile”.

2 BUFFALL
M\ status Q_ scan [E] Profiles
AirStation 2 P e
Create profile and display priority level. Help . " ”
Profile Mame | ClICk WPSAOSS button.

Follow any instructions displayed on the screen. When the Security LED on the front of the AirStation
stops flashing and is lit steadily, the connection is complete.
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Other Devices (e.g. Game Console)

If you are using a game machine which supports AOSS or WPS, refer to that device’s manual to
initiate AOSS/WPS. When instructed, hold down the AOSS button on the AirStation for 1 second.

When the Security LED stops blinking and is lit steadily, the connection is complete.

Manual Setup

You can also connect to the AirStation without installing Client Manager V or Client Manager 3 by
using the utility built-in to Windows. The procedure varies depending on which version of Windows
you are using.

Windows 7 (WLAN AutoConfig)

With Windows 7, use WLAN AutoConfig to connect to the AirStation.

1 Click on the network icon in the system tray.

Select the target AirStation’s name and
click“Connect”. If you will be connecting to
this device in the future, checking “Connect
automatically “ is recommended.

Currently connected to:

|—h Network
B Internet access

Wireless Metwark Connection -

m

manual_G 1'1“‘.

Connect automatically
WAP-G oM

0018E76A1 EGE M

001D7390E9F Mame: 0018E76A1EGE
Signal Strength: Fair
Open Network and gecyrity Type: WPA2-PSK

Radio Type: 802.11n
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3 [ connect to a Network 3] Enter the encryption key and click “OK”.

Type the network security key

Security key:
[T Hide characters
You can alse connect by pushing the
". v button on the router.

v

Windows Vista (WLAN AutoConfig)
With Vista, use the WLAN AutoConfig to connect to the AirStation.

1 Right click on the wireless network icon in the system tray.

2 Click“Connect to a network’”.

3 == &=| When the screen at left is displayed, select the
) B Comedtoznchet network to connect to and click “Connect”.

Select a network to connect to

5- 001073899104 Security-enabled network M 3
-I 17 = Wi
2‘- 001073209104 Security-enabled network 1555!

Connect Cancel
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If the screen below is displayed, click “/ want to enter the network key or passphrase instead".

Otherwise,go to step4.

@ Q_-\ Connect to a network

Press the configuration button on your access paint

Press the configuration button on the
access point before continuing.

7

b

[ can't find the configuration button,
[ want to enter the network key or passphrase instead

@ % Connect to a network

Enter the PIN for BUFFALO INC. WHR-G300N on 001D73B991D4

You can find this PIN displayed on the BUFFALD INC, WHR -G300N.

PIN:

Dglzplay characters

Idon't have the PIN,
[ want to enter the network key or passphrase instead
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4

@ % Connect to 2 network

Type the network security key or passphrase for 001D73B991D4

The person who setup the network can give you the key or passphrase.

Security key or passphrase:

[ Display characters

n_m;’ If you have a USB flash drive with network settings for 001D73B991D4, insert it now.

Step through the wizard to finish configuration.
If the Set Network Location screen is displayed, select “Home”, “Work”, or “Public location” depending
where you're using the AirStation.

Enter the encryption key and click “Connect”.
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Windows XP (Wireless Zero Configuration)

Windows XP includes a built-in utility to connect to your AirStation.

Note: If Client Manager 3 is installed on your computer, Wireless Zero Config is disabled. Uninstall Client
Manager 3 to use Wireless Zero Config, or just use Client Manager 3 to connect to the AirStation.

1 Right click on the wireless network icon ﬂ displayed in the system tray.

2 Click “View Available Wireless Networks”.

{52 Wireless Network Connection 3] Select the network to connect to and click

Choose a wireless network
Network Tasks " 1
Connect”.
e Refresh network list Click an item in the list below ko connect to a wireless netwark in range or to get mare
information,
2 Satup & wireless netwark O L
for a home or small office: *
" 8
Related Tasks o
_:I‘J Learn about wireless
networking
e IR
G5 Change advanced ¢ security-enabled wireless netwark wlll
settings
v
4 Wireless Network Connection E3] Enter the encryption key (twice) and click
n" /4
Connect”.

The network '001073699104' requires a network key (also called a WEP key or WPa ke,
A network key helps prevent unknown intruders From connecting to this network,

Type the key, and then dlick Connect.

Metwork key: | |

Confirm network key: | |

[ Conneck ] [ Cancel ]

Follow the instructions displayed on the screen to finish configuration.
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Trouble Shooting

Cannot connect to the Internet over wired connection.

« Make sure that your AirStation is plugged in!

« Check that the status LEDs of your AirStation are lit as below:
Power Green lightis ON
Wireless  Green light is ON or flashing
Router  Green light is ON or OFF (depending on your environment)
Diag OFF
LAN Green light is ON or flashing
Internet  Green light is ON or flashing

« Make sure that your computer is set to “obtain an IP address automatically”. (See appendix D)

+ Restart your AirStation.

Cannot access the web-based configuration utility.

« See chapter 4 for instructions to open the AirStation’s configuration utility.

« Enter the correct user name and password to login to the configuration screen. The factory
defaults are “root” (in lower case) for the user name and a blank password (enter nothing). If you
changed the password, enter the new password that you set.

- Verify that your web browser is not set to use proxies.

« Make sure that your computer is configured to “Obtain an IP Address Automatically." (See appendix
D)

« Restart your AirStation.
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Cannot connect to the network wirelessly.

« Configure your wireless client with the same SSID, encryption type, and encryption key as set
on the AirStation.

The factory defaults are:
SSID - The AirStation’s MAC address (printed on the label)

EncryptionType- ~ WPA/WPA2 mixed mode - PSK (Connect with either WPA-PSK TKIP or
WPA2-PSK AES).

Encryption Key - Printed on the label of the AirStation (if not, the AirStation is not
encrypted in the default configuration.)

« Place your AirStation and wireless devices 2 - 10 feet apart.

« Restart your AirStation.

You forgot AirStation's SSID, Encryption Key, or
Password.

Hold down the Reset button on the base of your AirStation for 3 seconds to initialize its settings. All
settings, including your password, SSID, and encryption key will be initialized to their defaults. The
factory defaults are:

SSID - The AirStation’s MAC address (printed on the label)

EncryptionType-  WPA/WPA2 mixed mode - PSK (Connect with either WPA-PSK TKIP or
WPA2-PSK AES).

Encryption Key - Printed on the label of the AirStation (if not, the AirStation is not
encrypted in the default configuration.)

The link speed is slower than 300 Mbps (Maximum
link speed is only 130Mbps).

By default, the AirStation’s 300 Mbps mode is not enabled. You may enable it with the following
procedure:

1. Open the configuration utility (chapter 4).
2. Click“Wireless SSID & Channel (11n 300Mbps Mode)" in Easy Setup.
3. Change the value in “300Mbps Mode” - “Band Width" to 40 MHz and click “Apply".

If you still cannot connect at 300 Mbps, check the settings of your wireless client device.
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Other Tips

Issue:
| reset my wireless router to factory settings and forgot how to log in to the configuration utility.

Answer:

Open your browser and enter 192.168.11.1 as the browser address and hit Enter. You will be
prompted to log in. Enter the user name as root and the password box is left empty (no password).
Click“OK" to complete the login and the option to reset your password will be available on the first

page.

Issue:
How do | forward ports on my wireless router for my gaming console?

Answer:

Log in to the router’s configuration utility. From the home page, go to the Internet Game/ Port
Mapping section. Enter the port that needs to be forwarded, and the IP address of the gaming
console.

Issue:
How do | enable or modify security encryption settings on the wireless router?

Answer:

Log in to the configuration utility with your browser. Go to the Wireless Config tab and then select
the Security tab. Buffalo recommends WPA for wireless encryption. The passphrase/key should be at
least 8 characters in length.

Issue:
How do | change my wireless router’s broadcasted network name (SSID)?

Answer:

Log in to the configuration utility. Go to the Wireless Config tab and then select the Basic tab if
necessary. Find the settings area for SSID. Select the “Use" radio button and enter the name you

wish to use for your network in the text field provided. Click "Apply" to save the settings. Once the
wireless router has rebooted, you will need to manually select the new network name for all wireless
devices and enter your encryption key if necessary.
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Chapter 6 Trouble Shooting

Issue:
What can | do if my wireless connection drops randomly or seems slow?

Answer:

There are many environmental factors that may cause this. First, ensure the issue is not range related
by moving the wireless router and the client device closer together. If the the connection drops
continue, continue, then range is probably not the issue.

Other 2.4 GHz devices such as microwaves, other wireless networks, and 2.4 GHz wireless phones
may impact performance. Try a different wireless channel for your wireless router. Log in to the
wireless router with your browser. Click on the Wireless Config tab and then the Basic tab. Wireless
channels from 1- 11 may be selected. Try the Auto-Channel option if available. Otherwise, manually
select an alternate channel and click“Apply".

Issue:

Though | am able to successfully make a connection with my wireless router, | am unable to access
the Internet with my web browser.

Answer:

First, power off the Cable or DSL modem, the wireless router, and your computer. Move the router's
mode switch to the on position. Verify that the modem is connected to the wireless router with an
Ethernet cable to the WAN port. Power on the modem and wait one minute. Power on the wireless
router and wait another minute. Power on the computer. Open a browser on the computer and
navigate to a familiar website to verify whether the Internet connection is functioning normally.

If after these steps, an Internet connection is still unavailable, power off the Cable or DSL modem
and computer again and directly connect your computer to the Cable or DSL modem with a cable
between the computer and the port on the modem. Power on the modem and wait one minute.
Power on the computer and again check for an Internet connection.

If an Internet connection IS NOT available with a direct connection to the computer, please call the
Internet Service Provider who installed the modem.

If an Internet connection IS available with a direct connection to the computer, please call our
customer support.

Issue:
Where can | download the latest drivers, firmware and instructions for my Buffalo wireless products?

Answer:

The latest drivers and firmware are available online at
www.buffalotech.com
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Appendix A

Specifications

Wireless LAN Interface

Standard Compliance

IEEE802.11b / IEEE802.11g / IEEE802.11n

Transmission Method

Direct Sequence Spread Spectrum (DSSS), OFDM, MIMO

Frequency Range

2,412 - 2,462MHz (Channels 1-11)

Transmission Rate

802.11b/g:
54,48,36,24,18,12,9,6,11,5.5,2, TMbps
802.11n
20MHz BW
(LongGl) 130,117,104,78,52, 39, 26, 13Mbps (2 stream)
65,58.5,52,39, 26, 19.5, 13, 6.5Mbps (1 stream)
(ShortGl) 130, 115.5,86.6,57.7,43.3, 28.8, 14.4Mbps (2 stream)
65,72.2,57.8,43.3,28.9,21.7, 14.4,6.5Mbps (1 stream)
40MHz BW
(LongGl) 270,243,216, 162,108, 81, 54, 27Mbps (2 stream)
135,121.5,108, 61, 54, 40.5, 27, 13.5Mbps (1 stream)
(ShortGl) 300, 270, 240, 180, 120, 90, 60, 30Mbps (2 stream)

150, 135, 120, 90, 60, 45, 30, 15Mbps (1 stream)

Access Mode

Infrastructure Mode

Security

Standard Compliance

AOSS, WPA2-PSK (TKIP/AES), WPA/WPA2 mixed PSK, WPA-PSK (TKIP/AES),
128/64bit WEP, Mac Address Filter

Wired LAN Interface

IEEE802.3u (100BASE-TX), IEEE802.3 (10BASE-T)

Transmission Rate

10/100/ 1000Mbps

Transmission Encoding

T000BASE-T 4DPAM5, 100BASE-TX 4B5B/MLT-3, TOBASE-T Manchester Cording

Access Method

CSMA/CD

Speed and Flow Control

10/100/1000 Mbps, Auto Sensing, Auto MDIX

Number of LAN Ports

4

LAN Port Connector

Interface

RJ-45

USB Interface

USB2.0

Connector Type

TypeA (plug)
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Appendix A Specifications

Compliance 5.0V 500mA (MAX 1000mA)

Power Supply External AC 100-240V Universal, 50/60Hz
Power Consumption About 14.0W (Max)

Dimensions 165mm x 158mm x 30mm (6.5 x 6.2 x 1.2 in.)
Weight 3389 (12 0z.) (not including the stand)
Operating Environment | 0-40°C (32-104°F) , 20-80% (non-condensing)
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Appendix B
Default Configuration Settings

Feature

Internet
(Router Mode only)

Parameter

Method of Acquiring IP Address

Default Setting

Perform Easy Setup (Internet Connection Wizard)

Default Gateway none

Address of DNS Name Server none

Internet MAC Address Use Default MAC Address
MTU Size of Internet Port 1500 Bytes

PPPOE
(Router Mode only)

Default PPPoE Connection

No Active Session

[P Unnumbered PPPoE
Connection

No Active Session

(Router Mode only)

PPPoE Connection List none
Preferred Connections none
3G Modem Connection Type Manual

Automatic Disconnection

Disconnect Condition

When transfer stops

Idle Time 5 minutes
MTU size 1500 bytes
Keep Alive Disabled
The function is automatically Enabled
invalidated.
DDNS Dynamic DNS Service Disabled
(Router Mode only) | ) rent Dynamic DNS none
Information

VPN Server
(Router Mode only)

LAN Side IP Address

192.168.11.1(255.255.255.0)

DHCP Server Function

Enabled

DHCP IP Address Pool

192.168.11.2 for up to 64 Address(es)

PPTP Server Function

Disabled

Authorization Type

MS-CHAPv2 (40/128-bit Encryption)

Server IP Address

Auto

Client IP Address

Auto

DNS Server IP Address

LAN IP address of the AirStation

WINS Server IP Address

None

PPTP User List

None
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Appendix B Default Configuration Settings

Feature Parameter Default Setting
LAN LAN Side IP Address Router Mode (Router Switch AUTO/ON):
192.168.11.1 (255.255.255.0)
Bridge Mode (Router Switch OFF):
192.168.11.100 (255.255.255.0)
Bridge Mode (Router Switch AUTO):
Obtain automatically from DHCP Server
DHCP Server Function Enabled
(Router Mode only)
DHCP IP Address Pool 192.168.11.2 for up to 64 Addresses
(Router Mode only)
LAN Side IP Address none
(IP Unnumbered)
(Router Mode only)
Lease Period 48Hours
(Router Mode only)
Default Gateway AirStation's IP Address
(Router Mode only)
DNS Servers AirStation's IP Address
(Router Mode only)
WINS Server Do Not Specify
(Router Mode only)
Domain Name Assigned Domain Name
(Router Mode only)
Default Gateway none
(Bridge Mode only)
DNS Server Address none
(Bridge Mode only)
DHCP Lease Current DHCP Client Information none
(Router Mode only)
NAT Address Translation Enabled
(Router Mode only) Log Output of Deleted Packets Disabled
Route Routing Information none
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Appendix B Default Configuration Settings

Feature Parameter Default Setting
WPS WPS Enabled
External Registrar Enabled
AirStation PIN An 8-digit random value
(Printed on the label of the AirStation)
WPS Security Information WPS status: configured
SSID: AirStation's MAC Address
Security: WPA/WPA2 mixedmode - PSK
TKIP/AES mixedmode
Encryption key: A 13-digit random value or
disabled.
(Printed on the label of the
AirStation if enabled.)
AOSS Encryption Type of Exclusive SSID | none
for WEP
Encryption level expansion Enabled
function
Dedicated WEP SSID isolation Disabled
Dedicated WEP for game consoles | Enabled
AQSS Button on the AirStation Enabled
Unit
Basic Wireless Radio Enabled
Wireless Channel Auto Channel
300Mbps Mode Band Width: 20MHz
Extension Channel: -
Broadcast SSID Allow
Separate feature not used
SSID Use AirStation's MAC address
Wireless authentication WPA/WPA2 mixedmode - PSK, or no authentication
Wireless encryption TKIP/AES mixedmode, or no encryption
WPA-PSK (Pre-Shared Key) A 13-digit random value or disabled (Printed on the
label of the AirStation if enabled.)
Rekey interval 60 minutes
Advanced Multicast Rate Auto
DTIM Period 1
Privacy Separator Disabled
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Appendix B Default Configuration Settings

Feature Parameter Default Setting
WMM WMM-EDCA Parameters For AP For STA
(Priority AC_BK (Low) ) CWmin 15 15
CWmax 1023 1023
AIFSN 7 7
TXOP Limit 0 0
Admission Control | - Disabled
WMM-EDCA Parameters For AP For STA
(Priority AC_BE (Normal)) CWmin 15 15
CWmax 63 1023
AIFSN 3 3
TXOP Limit 0 0
Admission Control | - Disabled
WMM-EDCA Parameters For AP For STA
(Priority AC_VI (High) ) CWmin 7 7
CWmax 15 15
AIFSN 1 2
TXOP Limit 94 94
Admission Control | -—-- Disabled
WMM-EDCA Parameters For AP For STA
(Priority AC_VO (Highest) ) CWmin 3 3
CWmax 7 7
AIFSN 1 2
TXOP Limit 47 47
Admission Control | - Disabled
MAC Filter Enforce MAC Filtering Disabled
Registration List none
Multicast Snooping Enabled
Control Multicast Aging Time 300 Sec.
WDS WDS Use
Specify Master/Slave Master
Firewall Log Output Disabled
(RouterMode only) | g cic Rules Prohibit NBT and Microsoft-DS Routing  Disabled
Reject IDENT Requests Enabled
Block Ping from Internet Enabled
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Appendix B Default Configuration Settings

Feature Parameter Default Setting
IP Filter Log Output Disabled
(Router Mode only) IP Filter Information none
VPN Pass IPv6 Pass Through Disabled
Through PPPoE Pass Through Disabled
(Router Mode only)
PPTP Pass Through Enabled
Port Forwarding | Port Forwarding Registration none
(Router Mode only) | Information
DMZ IP Address of DMZ none
(Router Mode only)
UPnP UPnP Enabled
(Router Mode only)
QoS QoS for transmission to the Disabled
(Router Mode only) | Internet
Movie Engine Movie Engine switch status OFF
IPv6 Pass Through Use
Multicast Rate 11 Mbps

Multicast Control

Snooping Function Use

Aging Time Seconds 300 Seconds
Change Priority VI (priority)
TCP Rwin Size Limit Size Limit No limit
Maximum Rwin Size 65536 bytes
Wireless Priority Control Rules None
Transmission Rate Limit No Limits
Disk Automatic USB Disk Assignment Use
Management FAT format file name character North America (CP437)
code
HDD power-saving function Not used
HDD stop time 10 Minutes
Shared Folder Access Limits No Limits (Read/Write)

Web Access

Use Access Limits

User
Management

Current Users

guest
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Appendix B Default Configuration Settings

Feature

Parameter

Default Setting

Shared Service | Shared Folder Enabled
AirStation Name AP + AirStation’s MAC Address
AirStation Description None
Workgroup Name WORKGROUP
Windows Client Language North America (CP437)
Shared Service None
Web Access Web Access Disabled
Web Access Display Language English
HTTPS/SSL Encryption Disabled

Web Access External Port

Auto (Port Number:9000)

DNS Service Host Name

Use BuffaloNAS.com registration function

Web Access status None
Media Server Media Server Disabled
Status None
BitTorrent BitTorrent Function Disabled
External Port Number Auto (Port Number: 9002)
Bandwidth Restriction Enabled
Maximum Download Speed 1000kB/s
Maximum Upload Speed 200kB/s
BitTorrent Status None
Name AirStation Name AP + AirStation's MAC Address
List Network Services Enabled
Password Administrator Name root (fixed)
Administrator Password none
Time/Date Local Date 2009 Year 1 Month 1 Day
Local Time 0 Hour 0 Minute 0 Seconds
Time Zone (GMT+00:00) Greenwich Mean Time,London
DST(Daylight Saving Time) EU type 1 For GMT+00:00(From Last Sunday in Mar
to last Sunday in Oct)
NTP NTP Functionality Enabled
NTP Server time.nist.gov
Update Interval 24 hours
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Appendix B Default Configuration Settings

Feature Parameter Default Setting
ECO schedule Feature Disabled
Register schedule Operational Mode: Normal
Start time: 0:00
End time: 0:30
The day of week: none
User Define Mode LED: Off
Wired LAN: ECO (Slow operation)
Wireless LAN: Off
Access Log Output Disable
Limitation Item Prohibit configuration from wireless LAN Disabled
Prohibit configuration from wired LAN  Disabled
Permit configuration from wired Internet Disabled
Log Log Transfer Disabled
Syslog Server none
Transfer Logs Router Mode:

Address Translation, IP Filter, Firewall, PPPoE
Client, Dynamic DNS, DHCP Client, DHCP Server,
AQSS, Wireless Client, Authentication, Setting
Changes, System Boot, NTP Client, and Wired Link
Bridge Mode:
IP Filter, DHCP Client, AOSS, Wireless Client,
Authentication, Setting Changes, System Boot,
NTP Client, and Wired Link
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Appendix C

Managing the 3G Internet Connection
(3G Connection Manager)

3G Connection Manager software lets you manage the 3G internet connection easily.

Initial Setup

1 Click Start> All Programs > BUFFALO > AirStation Utility > 3G Connection Manager.

2 BUFFALD ver.1.0.1. Clicking the @ icon will search for target
3G Connection Manager AirStations that support 3G modem.

,_!_1 Search For the 3G Modern Rauter in the
niebwork at first,

Qe J

3 V2 Your AirStation’s name will appear on the screen.

3G Connection Manager

Connected
Manual connectio
WZR-HP-E200MH
IP Address 192,16%,11,1
MAC Address 00; 10, 738061518
[ X Dizconnact ]
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Appendix C Managing Internet Connection (Connection Manager)

Main Screen

The Main screen displays the current connection status. You can perform the following operations

from this screen.

BUFFALD

3G Connection Manager

Connected

Manual connection

WZR-HP-G300MHH

IP Address 192,168,111
P& Address 00: 1073861 18

EN=]

[ X

Dizconnect

J

Parameter

Meaning

[ }{ Disconnect

[ .i:: _onneck

(] ]

[ q Scan

Cut the internet connection of 3G modem.
Removing the 3G modem from the router will stop internet quickly.

Establish internet connection using 3G modem.

Search the AirStation that supports 3G modem.

Clicking this button will open the web configuration screen of the
AirStation.
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Appendix D
TCP/IP Settings in Windows

Windows 7

To configure TCP/IP in Windows 7, follow the procedure below.

1 Click Start > Control Panel > Network and Internet.

2 Double click “Network and Sharing Center”.

3 Click“Change Adapter Settings” on the left side menu.

4 Right click on“Local Area Connection’, then click “Properties”.

5 If the message “Windows needs your permission to continue” appears, click “Continue”.
6 Select“Internet Protocol Version 4 (TCP/IPv4)” then click “Properties”.

7  Select”Obtain an IP address automatically” and “Obtain DNS server address automatically”,
then click “OK".

8 Click"oK"
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Appendix D TCP/IP Settings in Windows

Windows Vista

To configure TCP/IP in Windows Vista, follow the procedure below.

1 Click Start > Settings > Control Panel.

2 Double click “Network and Sharing Center”.

3 Click “Manage network connections” on the left side menu.

4 Right click on“Local Area Connection”, then click “Properties”.

5 When the message “Windows needs your permission to continue”, click“Continue”.
6 Select “Internet Protocol Version 4 (TCP/IPv4)”, then click “Properties”.

7 Select“Obtain an IP address automatically” and “Obtain DNS server address automatically”, then
then click“OK”.

8 dlick“Close”.
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Appendix D TCP/IP Settings in Windows

Windows XP

To configure TCP/IP in Windows XP, follow the procedure below.

1 Click Start > Settings > Control Panel.

2  Double click “Network”.

3 Right click on“Local Area Connection”, then click “Properties”.
4 Select “Internet Protocol (TCP/IP)”, then click “Properties”.

5  Select"Obtain an IP address automatically” and “Obtain DNS server address automatically”, and
then click “OK”.

6 Click“Close”.

WZR-HP-G300NH User Manual 121



Appendix E
Restoring the Default Configuration

n= =

With the AirStation powered on, hold
down this button for 3 seconds to return
it to factory default settings.
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Appendix F
Shared Folders and the USB Port

There are several restrictions on using the AirStation’s USB port:
« Bus powered hard drives are not supported. Always use the hard drive’s AC adapter.

« When using full-byte characters (such as Japanese), keep folder and file names within 80
characters. You may not be able to copy a folder or a file whose name length is more than 80
characters.

«You cannot set attributes (hidden or read-only) to folders or files on the AirStation.
+ When using access restrictions, you can register up to 16 users for the AirStation.

« Please note that you are not allowed to use any of the following words as a user or group name:
adm, administrator, all, bin, daemon, disk, ftp, guest, halt, hdusers, kmen, Ip, mail, man, news,
nobody, nogroup, none, operator, root, shadow, shutdown, sshd, sync, sys, ttyusers, utmp, uucp,
WWW.

« Please note that you are not allowed to use any of the following words as a shared folder name:
global, homes, printers, bittorrent, disk1_pt1, disk1_pt2, disk1_pt3, disk1_pt4, disk2_pt1, disk2_pt2,
disk2_pt3, disk2_pt4, disk3_pt1, disk3_pt2, disk3_pt3, disk3_pt4, disk4_pt1, disk4_pt2, disk4_pt3,
disk4_pt4.

- If shared folder names, work group names and file names contain any of the following characters,
you may not access data or manipulate files on the AirStation properly. In such a case, use a different
character.

- If a file created on a Macintosh contains any of the following characters, it will not be displayed
correctly under Windows OS. Also, you cannot copy or properly display a file when connecting via
SMB from Mac OS X if it contains any of these characters:

1/ \=+<>;:", | *

« Cancelling or aborting a file copy may leave the file incomplete, and you may no longer be able
to delete the incomplete file. This can also happen during a power outage or if the LAN cable is
suddenly disconnected. If it happens, restart the AirStation, delete the file, and try copying the file
again.

« Use the same user name and password for the AirStation as the user’s Windows login. If they are
different, the user may not be able to access shared folders with access restrictions on the AirStation.

+ Date and Time stamps stored on the USB hard drive may be updated by the OS accessing the
AirStation. File creation or access dates may not be maintained.
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Appendix F Technical Detail of the USB port

« If you display and check the size of hard drives on the browser, it shows a bigger value than when
you see it in Windows' drive properties.

« If you have logged in using a “guest” account from Windows 7, Vista, XP or 2000, access restrictions
may not work properly. A“guest”account already exists on the AirStation by factory default.

« If you access a shared folder from a Macintosh computer, additional Mac OS X information files may
be automatically generated. Do not delete these files from a Windows computer. Otherwise, you
may no longer be able to access folders from a Macintosh.

+ Device types that can be connected to the AirStation’s USB connector are; a USB hard drive, USB
memory, or a USB card reader. Card readers with 5 or more slots are not supported. USB devices
such as a digital cameras, CD/DVD drives, USB hubs, mice, or keyboards are not supported.

« Encrypted USB hard drives are not supported.

« Only one single drive may be connected to the AirStation’s USB port at a time. Drives
manufactured by other companies besides Buffalo Technology are not supported.

« If your hard drive has an auto power mode switch, move the switch to “manual” or “on”. Leaving
the switch set to “auto” may result in unpredictable behavior.

+ Up to 4 partitions can be recognized on a USB hard drive.

« Available file systems for USB hard drives are FAT12, FAT16, FAT32, and XFS.
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Appendix G
Regulatory Compliance Information

Federal Communication Commission Interference Statement

This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection
against harmful interference in a residential installation. This equipment generates, uses and can
radiate radio frequency energy and, if not installed and used in accordance with the instructions,
may cause harmful interference to radio communications. However, there is no guarantee that
interference will not occur in a particular installation. If this equipment does cause harmful
interference to radio or television reception, which can be determined by turning the equipment off
and on, the user is encouraged to try to correct the interference by one of the following measures:

+ Reorient or relocate the receiving antenna.
« Increase the separation between the equipment and receiver.

« Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

+ Consult the dealer or an experienced radio/TV technician for help.

FCC Caution:

Any changes or modifications not expressly approved by the party responsible for compliance could
void the user’s authority to operate the equipment.

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) This device may not cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause undesired operation.

Important Note - FCC Radiation Exposure Statement:

This equipment complies with FCC radiation exposure limits set forth for uncontrolled equipment.
This equipment should be installed and operated with minimum distance 20cm between the
radiator and your body.

This transmitter must not be co-located or operating in conjunction with any other antenna or
transmitter.

The availability of some specific channels and/or operational frequency bands are country
dependent and are firmware programmed at the factory to match the intended destination. The
firmware setting is not accessible by the end user.
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Appendix G Regulatory Compliance Information

Industry Canada statement:

This device complies with RSS-210 of the Industry Canada Rules. Operation is subject to the
following two conditions:

(1) This device may not cause harmful interference, and

(2) this device must accept any interference received, including interference that may cause
undesired operation.

Important Note - Radiation Exposure Statement:

This equipment complies with IC radiation exposure limits set forth for an uncontrolled
environment. This equipment should be installed and operated with minimum distance 20cm
between the radiator & your body.

Europe — EU Declaration of Conformity

This device complies with the essential requirements of the R&TTE Directive 1999/5/EC. The
following test methods have been applied in order to prove presumption of conformity with the
essential requirements of the R&TTE Directive 1999/5/EC:

EN60950-1: 2006
Safety of Information Technology Equipment

EN 50385: 2002

Product standard to demonstrate the compliance of radio base stations and fixed terminal stations
for wireless telecommunication systems with the basic restrictions or the reference levels related to
human exposure to radio frequency electromagnetic fields (110MHz - 40 GHz) - General public

EN 300 328V1.7.1 (2006-10)

Electromagnetic compatibility and Radio spectrum Matters (ERM); Wideband transmission systems;
Data transmission equipment operating in the 2,4 GHz ISM band and using wide band modulation
techniques; Harmonized EN covering essential requirements under article 3.2 of the R&TTE Directive

EN 301 489-1V1.8.1 (2008-04)
Electromagnetic compatibility and Radio Spectrum Matters (ERM); ElectroMagnetic Compatibility
(EMC) standard for radio equipment and services; Part 1: Common technical requirements

EN 301 489-17 V1.3.2 (2008-04)

Electromagnetic compatibility and Radio spectrum Matters (ERM); ElectroMagnetic Compatibility
(EMC) standard for radio equipment and services; Part 17: Specific conditions for 2,4 GHz wideband
transmission systems , 5 GHz high performance RLAN equipment and 5,8GHz Broadband Data
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Appendix G Regulatory Compliance Information

Transmitting Systems.

This device is a 2.4 GHz wideband transmission system (transceiver), intended for use in all EU
member states and EFTA countries, except in France and Italy where restrictive use applies.

In Italy the end-user should apply for a license at the national spectrum authorities in order to
obtain authorization to use the device for setting up outdoor radio links and/or for supplying public
access to telecommunications and/or network services.

This device may not be used for setting up outdoor radio links in France and in some areas the
RF output power may be limited to 10 mW EIRP in the frequency range of 2454 — 2483.5 MHz. For

detailed information the end-user should contact the national spectrum authority in France.

C€ 0560 ©

Cesky[Czech]
Buffalo Technology Inc. timto prohlasuje, Ze tento AirStation WZR-HP-G300NH je ve shodé se
zakladnimi pozadavky a dalSimi pfislusSnymi ustanovenimi smérnice 1999/5/ES.

Dansk[Danish]
Undertegnede Buffalo Technology Inc. erklaerer herved, at falgende udstyr AirStation WZR-HP-
G300NH overholder de vaesentlige krav og gvrige relevante krav i direktiv 1999/5/EF.

Deutsch[German]

Hiermit erklart Buffalo Technology Inc. dass sich das Gerat AirStation WZR-HP-G300NH in
Ubereinstimmung mit den grundlegenden Anforderungen und den (ibrigen einschldgigen
Bestimmungen der Richtlinie 1999/5/EG befindet.

Eesti[Estonian]

Kdesolevaga kinnitab Buffalo Technology Inc. seadme AirStation WZR-HP-G300NH vastavust
direktiivi 1999/5/EU péhinduetele ja nimetatud direktiivist tulenevatele teistele asjakohastele
satetele.

English
Hereby, Buffalo Technology Inc. declares that this AirStation WZR-HP-G300NH is in compliance with
the essential requirements and other relevant provisions of Directive 1999/5/EC.

Espanol[Spanish]

Por medio de la presente Buffalo Technology Inc. declara que el AirStation WZR-HP-G300NH cumple
con los requisitos esenciales y cualesquiera otras disposiciones aplicables o exigibles de la Directiva
1999/5/CE.
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Appendix G Regulatory Compliance Information

EA\Nvikn[Greek]

ME THN MNMAPOYZA Buffalo Technology Inc. AHAQNEI OTI AirStation WZR-HP-G300NH
SYMMOPOQNETAITTPOZ TIXZ OYZIQAEIX ANAITHZEIX KAITIZ AOINEX ZXETIKEX AIATAZEIX THX
OAHTIAX 1999/5/EK.

Francais[French]

Par la présente Buffalo Technology Inc. déclare que I'appareil AirStation WZR-HP-G300NH est
conforme aux exigences essentielles et aux autres dispositions pertinentes de la directive 1999/5/
CE.

[taliano[ltalian]
Con la presente Buffalo Technology Inc. dichiara che questo AirStation WZR-HP-G300NH é conforme
ai requisiti essenziali ed alle altre disposizioni pertinenti stabilite dalla direttiva 1999/5/CE.

Latviski[Latvian]
Ar 3o Buffalo Technology Inc. deklaré, ka AirStation WZR-HP-G300NH atbilst Direktivas 1999/5/EK
batiskajam prasibam un citiem ar to saistitajiem noteikumiem.

Lietuviy[Lithuanian]
Siuo Buffalo Technology Inc. deklaruoja, kad 3is AirStation WZR-HP-G300NH atitinka esminius
reikalavimus ir kitas 1999/5/EB Direktyvos nuostatas.

Nederlands[Dutch]

Hierbij verklaart Buffalo Technology Inc. dat het toestel AirStation WZR-HP-G300NH in
overeenstemming is met de essentiéle eisen en de andere relevante bepalingen van richtlijn 1999/5/
EG.

Malti[Maltese]
Hawnhekk, Buffalo Technology Inc., jiddikjara li dan AirStation WZR-HP-G300NH jikkonforma mal-
htigijiet essenzjali u ma provvedimenti ohrajn relevanti li hemm fid-Dirrettiva 1999/5/EC.

Magyar[Hungarian]
Alulirott, Buffalo Technology Inc. nyilatkozom, hogy a AirStation WZR-HP-G300NH megfelel a
vonatkozo alapvetd kovetelményeknek és az 1999/5/EC irdnyelv egyéb elbirasainak.

Polski[Polish]
Niniejszym, Buffalo Technology Inc., deklaruje, ze AirStation WZR-HP-G300NH spetnia wymagania
zasadnicze oraz stosowne postanowienia zawarte Dyrektywie 1999/5/EC.

Portugués[Portuguese]
Buffalo Technology Inc. declara que este AirStation WZR-HP-G300NH esta conforme com os
requisitos essenciais e outras disposicoes da Directiva 1999/5/CE.
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Appendix G Regulatory Compliance Information

Slovensko[Slovenian]
Buffalo Technology Inc. izjavlja, da je ta AirStation WZR-HP-G300NH v skladu z bistvenimi zahtevami
in ostalimi relevantnimi dolocili direktive 1999/5/ES.

Slovensky[Slovak]
Buffalo Technology Inc. tymto vyhlasuje, Ze AirStation WZR-HP-G300NH spliia zakladné poziadavky
a vietky prislusné ustanovenia Smernice 1999/5/ES.

Suomi[Finnish]
Buffalo Technology Inc. vakuuttaa taten etta AirStation WZR-HP-G300NH tyyppinen laite on
direktiivin 1999/5/EY oleellisten vaatimusten ja sita koskevien direktiivin muiden ehtojen mukainen.

Svensk[Swedish]

Harmed intygar Buffalo Technology Inc. att denna AirStation WZR-HP-G300NH star |
Overensstammelse med de vasentliga egenskapskrav och dvriga relevanta bestammelser som
framgar av direktiv 1999/5/EG.

Taiwan:

SAR compliance has been established in typical laptop computer(s) with CardBus slot, and product
could be used in typical laptop computer with CardBus slot. Other application like handheld PC or
similar device has not been verified, may not comply with related RF exposure rules, and such use
shall be prohibited.

Safety

This equipment is designed with the utmost care for the safety of those who install and use it.
However, special attention must be paid to the dangers of electric shock and static electricity when
working with electrical equipment. All guidelines of this manual and of the computer manufacturer
must therefore be allowed at all times to ensure the safe use of the equipment.
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Appendix H
Environmental Information

« The equipment that you have purchased has required the extraction and use of natural resources
for its production.

+ The equipment may contain hazardous substances that could impact health and the environment.

« In order to avoid the dissemination of those substances in our environment and to diminish the
pressure on the natural resources, we encourage you to use the appropriate take-back systems.

+ The take-back systems will reuse or recycle most of the materials of your end life equipment in a
sound way.

+ The crossed-out wheeled bin symbol invites you to use those systems.

hid

- If you need more information on the collection, reuse and recycling systems, please contact your
local or regional waste administration.
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Appendix |
GPL Information

The source code for Buffalo products that use GPL code is available at http.//opensource.buffalo.jp/ .
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Appendix J
Warranty Information

Buffalo Technology (Buffalo Inc.) products come with a two-year limited warranty from the date of
purchase. Buffalo Technology (Buffalo Inc.) warrants to the original purchaser the product; good
operating condition for the warranty period. This warranty does not include non-Buffalo Technology
(Buffalo Inc.) installed components. If the Buffalo product malfunctions during the warranty period,
Buffalo Technology/(Buffalo Inc.) will, replace the unit, provided the unit has not been subjected

to misuse, abuse, or non-Buffalo Technology/(Buffalo Inc.) authorized alteration, modifications or
repair.

All expressed and implied warranties for the Buffalo Technology (Buffalo Inc) product line including,
but not limited to, the warranties of merchantability and fitness of a particular purpose are limited in
duration to the above period.

Under no circumstances shall Buffalo Technology/(Buffalo Inc.) be liable in any way to the user
for damages, including any lost profits, lost savings or other incidental or consequential damages
arising out of the use of, or inability to use the Buffalo products.

In no event shall Buffalo Technology/(Buffalo Inc.) liability exceed the price paid for the product
from direct, indirect, special, incidental, or consequential damages resulting from the use of the
product, its accompanying software, or its documentation. Buffalo Technology (Buffalo Inc.) does
not offer refunds for any product.

@ 2003-2010 Buffalo Technology (Buffalo, Inc.)

WZR-HP-G300NH User Manual 132



Appendix K
Contact Information

North America

Buffalo Technology USA Inc.
11100 Metric Blvd, Suite 750
Austin, TX 78758

GENERAL INQUIRIES

Monday through Friday

8:30am-5:30pm CST

Direct: 512-794-8533 | Toll-free: 800-456-9799 | Fax: 512-794-8520 |
Email: sales@buffalotech.com

TECHNICAL SUPPORT

North American Technical Support by phone is available 24 hours a day, 7 days a week. (USA and
Canada).
Toll-free: (866) 752-6210 | Email: info@buffalotech.com
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Appendix K Contact Information

Europe

Buffalo Technology UK Ltd.

2 Bracknell Beeches, Old Bracknell Lane

Bracknell, Berkshire, RG 12 7BW
United Kingdom

GENERAL INQUIRIES

Email: sales@buffalo-technology.com

TECHNICAL SUPPORT

Buffalo Technology provides technical support in English, German, French, Italian, and Spanish.

UK 0845 3511005
Austria 08101 0251552
Belgium 0787 99917
Denmark 70150919
Finland 010802812
France 0811650220
Germany 01801 003757
Ireland 1890 719901
Italy 848782113
Netherlands 09000401256

Norway 81000050
Spain 9018 10750
Sweden 0771404105

Switzerland 0848 560374

For all other regions please contact +353 61 704617

www.buffalo-technology.com/contact
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Appendix K Contact Information

Contact Information (Asia Pacific)

Australia TEL: 1300 761 310

e-mail: buffalo_support@uniden.com.au
China TEL: 86-800-820-8262

e-mail: support@buffalo-china.com
Hong Kong TEL: 852-2345-0005

e-mail: support@hornington.com
India TEL: 1-8004256210

e-mail: csbuffalo@accelfrontline.in
Indonesia TEL: 021-6231-2893
Malaysia TEL: 03-5032-0138

e-mail: buffalo@ecsm.com.my
Philippines TEL: 2-688-3999

e-mail: digisupport@msi-ecs.com.ph
Republic of Korea TEL: 02-2057-2095

e-mail: support@buffalotech.co.kr
Singapore TEL: 65-6297-2085

e-mail: buffalo@blumm.com
Taiwan TEL: 0800-660-886

e-mail: support@buffalo-tech.com.tw
Thailand TEL: 02-716-6669

Other Areas Please contact the shop or distributor where you purchased the unit,
referring to the attached warranty card issued by the distributor.
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